EDIsecure®
XID 8300

Printer Driver Manual
Version 7.0.2

Thank you for purchasing this product. Please
read through this “Printer Driver Manual”
carefully in advance to ensure proper use of the
product. Also, to make sure that the product is
used safely, please read through the “Safety
Precautions” in the “READ ME FIRST” booklet.
Please store the manuals properly after reading
so that they can be referred to whenever
necessary.
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About this Manual

Contents of this Manual

The copyright of this manual belongs to our company. Reprint and
duplicate of this manual in part or full without the prior consent of our
company is strictly prohibited.

Product names of other companies described in the manual are the
trademarks or registered trademarks of the respective companies.
Symbols such as ™, Wand Q are omitted in this manual.

Designs, specifications, or other details described in this manual
may be modified for improvement without prior notice.

Microsoft and Windows are either registered trademarks or
trademarks of Microsoft Corporation in the United States and/or
other countries. Microsoft Windows Vista™ operating system,
Microsoft Windows XP operating system and Microsoft Windows
2000 operating system are represented as Windows Vista,
Windows XP and Windows 2000 respectively in this manual.
Microsoft product screen shot(s) reprinted with permission from
Microsoft Corporation.

This product includes software developed by the OpenSSL Project
for use in the OpenSSL Toolkit. (http://www.openssl.org/)

This product includes cryptographic software written by Eric Young
(eay@cryptsoft.com).

This product includes software written by Tim Hudson
(tih@cryptsoft.com).

How to Read this Manual

Memo

= Information in this frame is for reference purposes, such

as information on functions and usage restrictions.

Gautions

= Precautions are described in this frame.

Y

= Click this frame to display the details page.

| [ Return to top page >>|

Click this icon to return to the top page.

. =)
Batch Print  F—
=1\
Click this icon to open the PDF files for all items.
The “Adobe Reader” application is needed to browse the PDF file.

Print L—y

Click this icon to open the PDF file for the displayed item.
The “Adobe Reader” application is needed to browse the PDF file.

Before Use



Setup

Computer Settings

O System Requirements
= The printer software runs under the following environments.
= Microsoft Windows Vista 32 bit (Service Pack 1)
= Microsoft Windows XP 32 bit (Service Pack 2/3)
= Microsoft Windows 2000 Professional 32bit (Service Pack 4)
= Microsoft Windows 7 32-bit and 64-bit

= "Software" (A page 4)

= "Install* (A page 4)

= "Uninstall" (A page 19)

= "IPSec” (A page 23)

= "Printer Driver Settings" (A page 26)

= "Port Monitor Settings" (A page 45)

= V "Status Monitor Settings" (A page 46)

= "Inline Encoding" (A page 57)

= "Frequently Asked Questions" (A page 59)

Software

= Using the installer (automatic execution program) enables easy
installation of the printer software, as well as opening of the
Electronic Manual.

= The installer application installs programs based on the Windows
language settings. To change the language setting of a program,
use the language selection pull-down menu.

Software License Agreement

= Users need to agree to the terms and conditions in the “Software
License Agreement” before using the software. Please read through
the License Agreement.

Install

Cautions:

= To install the software, log into the system as an administrative user
(Administrators group).

= A part of the illustrations in this Electronic Manual may not be
displayed depending on the computer’s environment. Skip the
procedures in this case.

= "Printer Driver" (A page 4)

= "Network Sharing of Printer" (A page 12)

= "Status Monitor" (A page 14)

= "USB Driver" (A page 15)

Printer Driver
Installing the Printer Driver

USB Connection

Cautions:

= Do not turn on the power of the printer until instruction asking you to
do so appears on the installer.

= Do not connect the printer to the USB until instruction asking you to

do so appears on the installer.

You need to enable the USB hub before connecting the printer via

this hub. Do not connect the printer to the USB hub until instruction

asking you to do so appears.

Exit all applications that are currently running.

» |f document printing is currently in progress, wait for all the jobs to
complete.

1 Start up Windows, and set the supplied CD-ROM into the computer
= A card printer setup screen appears.

Card Printer

Interface
& LUSB connection

(" Ethernet connection

Action
&+ Install
[w Printer Driver
[v Status Monitor

" Uninstall

-
Language -

English -
nglis =

Open the Document Faolder ‘ Mest = | Exit

Memo:

» If the CD-ROM drive of the computer is set to run automatically, the
installer will be executed automatically.
If the installer is not automatically initiated, double-click “SETUP.exe”
in the CD-ROM.

= If you are not using the “SETUP.exe” automatic execution program
in the CD-ROM, start the installer for the printer driver by double-
clicking the following file in the CD-ROM: “English\USB_ Soft
\install.exe”.



O Windows Vista
= A [AutoPlay] screen appears.

& AutoPlay (=] & (=

DVD RW Drive (E) XID 8300

[] Always do this for software and games:

Install or run pregram from your media

ﬁ Run SETUP.exe
Publisher not spedified

General options

Open folder to view filles
) using Windows Explorer

View more AutoPlay options in Control Panel

= Clicking [Run SETUP.exe] displays the [User Account Control]
screen.

= Clicking [Allow] displays the card printer setup screen.

2 Select the [Printer Driver] checkbox on the card printer setup screen
A Select the language to use from the [Language] pull-down menu

» Selecting [Japanese] switches the program to the Japanese
version.

= Selecting [English] switches the program to the English version.
B Select [USB connection] from [Interface]

C Select [Install] under [Action], and select the [Printer Driver]
checkbox

Memo:

= You can select the [Status Monitor] and [Electronic Manual]
checkboxes to install them simultaneously. Selecting all checkboxes
starts installation in the order of the Electronic Manual, printer driver,
and status monitor.

= The same status monitor can be used for printers connected via
USB and Ethernet.

= Clicking [Open the Electronic Manual] opens the Electronic
Manual.
= Clicking [Exit] ends the installation.

3 Click [Next]
= A [Installation of XID 8300 USB printer] screen appears.

Installation of XIDB300 USB printer El

Please read the following “Software License Agreement”. If pou accept the “Software
License Agreement", choose | agree, and click Next to continue. |f you do not accept
it click Cancel to close the installation

Software License Agreement -~

The software covered by this document is the computer program developed by
\lictor Company of Japan, Limited . a Japanese compary. for certain card printer
products ["Products”], and is composed of the "USE Driver", "Status Monitor and
"Printer Driver”. The foregoing software, including the attached documentation
such as its uger's manual, ete. ["D'ocumentation'), is referred to as "this Software’"
hereafter.

The use of this Software is permitted only to pou, the customer recognized as an
“End User* thereof, solely according to the terms and conditions provided in this
document. This document shall constitute a legal agreement between you and our
Company ["this &greement”] subject to your acceptance of such terms and ~

& agreel

(I do not agree

4 Read through the “Software License Agreement”

= If you accept the terms and conditions, select [| agree] to start
installation.

= If you do not agree, click [Cancel] to stop the installation.

Setup

5 Click [Next]
= A start installation screen appears.

Installation of XIDB300 USB printer fZI

‘Welzome to KIDB300 USE printer installation.

Flease exit all Windows applications that are unning
and wait until all documents are printed befare runhing
this installation program.

Wwait until you are instructed to power on the printer and connect the LISE cabls to
the: printer.

Click Mext ta continue.

6 Check the details, followed by clicking [Next]
= A screen for setting [Printer model] and [Printer name] appears.

Installation of XIDB300 USB printer &‘

Frinter mode!

3] L1

#Desnuz 3
ADe300u3 =
#IDE300 L4
¥DE300 U5

<

Printer name;

ID8300 L1

[[] Make this the default printer.

Choose "®ID&E300 LIT" for the first printer installed. For additional printers, choose U2,
U3 and so on. Click Next ta continue.

[ <Back J[_Mew> | [ Cancel ]

A Select a [Printer model] according to the unit number of the printer
"Unit Number Setting" (A XID 8300 Instruction Manual page 23)

= Select a [Printer model] according to the unit number of the
printer. Installation may fail if the combination is incorrect.

Printer Unit Printer Model USB Device Name
Number Options

1 (Factory XID 8300 U1 XID 8300 U1
Setting)

2 XID 8300 U2 XID 8300 U2
3 XID 8300 U3 XID 8300 U3
4 XID 8300 U4 XID 8300 U4
5 XID 8300 U5 XID 8300 U5
6 XID 8300 U6 XID 8300 U6
7 XID 8300 U7 XID 8300 U7
8 XID 8300 U8 XID 8300 U8
9 XID 8300 U9 XID 8300 U9
10 XID 8300 U10 XID 8300 U10

B Enter the [Printer name]
C Select the [Make this the default printer.] checkbox if necessary
Memo:

» Doing so enables you to set it as a default printer after installation
is complete.

7 Click [Next]
= A screen for entering the shared name appears.



Setup

» Enter the shared name when you are sharing a printer.

Instalk of XIDB300 USB printer, E

PFrinter name:

AIDE300 U1

Shars name:

IF pau want to share this printer, please provide a "Share name’.
Click Next to continue.

< Back ][ Mext > ][ Cancel

Memo:
= You can also set the shared name after installation is complete.

8 Click [Next]
= A port selection screen appears.
= Select XID 8300U Port] under [Create a new port].

Installation of XIDE300 USB printer El

O Use the existing port

(3) Create a new port:

Choose Create a new port with the name "< DE300U Port™.
Click Next to cantinug.

<Back [ Mew> | [ Cancel

9 Click [Next]
» An install information confirmation screen appears.

3

Printer driver

Printer model: *|DE300 L1
Frinter name:  =<IDE300 L7
Share name:  xIDE300

MNew part
Fort monitor:  =<ID8300U Port
Device driver xIDE3000U1

Rieview installation settings. Click Back to change settings.
Printer files will be installed when you click the Finish button.

[ <Back J[_Fish ] [ cowal |

10 Check the installation information, followed by clicking [Finish]
= To change the settings, click [Back].

O Windows XP
= A [Software Installation] screen appears.

'} Th i St g0
lesting b vesly ks compastalty wath Windows 7P, ([ol me wby
thas testing i mmgortant |

Continuing yous installation of this software may impair
oo destabilize the comect operation of your spsiem
wilhor immodistely of n the futues. Microsoll shongly
recommends that pou step this installstion now and
contact the soltwase vendos los soltware that has
passed Windows Loga testing

e e

A Click [Continue Anyway]

O Windows Vista
= A [Windows Security] screen appears.

&l Windows Security

= Don'tinstall this driver software

for your device

< Install this driver software anyway

information,

w| See details

an't verify the publisher of this driver software

You should check your manufacturer's website for updated driver software

Only install driver software cbtained from your manufacturer's website or
disc. Unsigned software from cther sources may harm your computer or steal

A Click [Install] part

= A USB cable connection instruction screen appears.

Installation of XID8300 USB printer.

computer.
Load supplies in the printer.
Power on the printer.

sutomatically.

Connect the USE cable to the printer and your

‘wihen installation detects the printer, it will continue

=

Cancel

11 Connect the printer and computer using the USB cable

12 Turn on the power of the printer

= Installation starts automatically after the printer is detected.
= Installation does not start if connection is improper. When this

occurs, check the connection.

O Windows XP

A [Found New Hardware Wizard] screen appears.

Found New Hardware Wizard

Hardware Wizard

Biead our privacy policy
software?
) 'ves, this time only

(® No, not this time

Click Next to continue.

Welcome to the Found New

Windaws wil sesrch for cunent and updated software by
lmoking on pour computer, on the hardware installation CO . or on
the Windows Update Web site: [with your pemission),

CanWindows connect toWindows pdate to search for

() Yes, now and svery time | connect a devics

A Select [No, not this time], and click [Next]

= An installation method selection screen appears.

Found New Hardware Wizard

®De3oo U1

“what do you want the wizard to do?

Click Next to continue.

This wizard helps pou install software for:

(). 1t your hardware came with an installation CD
“ZE2 or Hoppy disk. insert it now.

(3 Install the software automatically [Fecommended]
) Install from & list or specific location [Advanced)

<Back_ ||

Mest> | [ Cancel




B Select [Install the software automatically (Recommended)], and
click [Next]

» A [Hardware Installation] screen appears.

Hardware Installation

L The softeare you are installing far this hardware:
LY
#1D8300 L1

has not passed Windows Logo testing to verify its compatibility

wiith “windaws %P, (Tell me why this testing is important |

Continuing your installation of this software may impair
or destabilize the correct operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

[ Continue Aryway | [ STOP Installaion

C Click [Continue Anyway]

= A “Completing the Found New Hardware Wizard” screen
appears.

Hardware Update Wizard

Completing the Hardware Update
Wizard

The wizard has finished instaling the software for:

% HDesnout

Click Finish to close the wizard,

D Click [Finish]
= A [Software Installation] screen appears.

Software Installation

L} } The zoftware you are installing has not pazsed Windows Loga
L testing to verify its compatibility with Windows <P. [Tell me why
this testing is important.)

Continuing your installation of this software may impair
ar destabilize the corect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the software vendor for software that has
passed Windows Logo testing.

[ Continue Anyway | [_STOP Installation

E Click [Continue Anyway]

O Windows 2000
= A [Digital Signature Not Found] screen appears.

Digital Signature Not Found x|

The Microsoft digital signature affiems that software has
been tested vath Windows and that the software has not
been alered since i was tested.

The software you are about to mstall does not contain &
Microsoft digital signature. Therefore, there is no
guarantee that this software works comectly with
Windows.

Unknown software package

IF you want ko search for Microsolt dighally sigred
software, visit the Windows Update Web site at
hittp: / Awindowsupdate. microsoft.com lo see if one is
avaiable.

Do you want to continue the installation?

Yo ) No || Mowinio

A Click [Yes]

Setup

= A [XID 8300U Port] screen appears.
XID8300U Port 3

Property | Version

Fort Mame:

Frinter List: | ¥ID8300 v v|

[ Ok ] [ Cancel

13 Select the [Property] tab
A Select this printer from [Printer List]
Memo:

= USB connection is improper if “No Device” appears in the [Printer
List]. When this occurs, end the installation process and reinstall
the program.

= If “No Selection” appears in the [Printer List], select a USB device

name that coincides with the printer unit number that is currently
being installed from the pull-down list.

B Enter the port name

14 Click [OK]

O Windows XP
= A [Software Installation] screen appears.

Software Installation

|§ The soltware you are instaling has not passad Windows Logo
= testing o verdy is omt]»m; with Windows =P, [Tell me why
il

Conlinuing yous installation of this software may impais
or destabilize the comect operation of your system
cither immediately or in the futue. Microsoft strongly
recommends that you stop thiz installation now and
contact the software vendor for software that has
passed Windows Logo testing.

| Contirue Argwiay | | STOP Instaliation |

A\ Click [Continue Anyway]

O Windows Vista
= A [Windows Security] screen appears.

B Windows Security =]

can't verify the publisher of this driver software

<+ Don'tinstall this driver software
You should check your manufacturer's website for updated driver software
for your device.

< Install this driver software anyway
Only install driver software cbtained from your manufacturer's website or
| disc. Unsigned software from other sources may harm your computer or steal
information,

w| See details

A\ Click [Install] part



Setup

O Windows 2000
= A [Digital Signature Not Found] screen appears.

Digital Signature Not Found x|

The Microsoft digital signature affems that software has
baen tested with Windows and that the software has not
been alered since it was lested.

The software you are about to mstall does not contain &
Microsoft digital signature. Therefore, there is no
qguarantes that this softwars works comectly with
Windows.

Unknown soltware package

I you want to search for Miciosoft digtally signed
sdh»ue muwmumawwmu
f.com lo see if one is

hitp.// up
avaiable.
Do you want to continue the installation?

Mo ] umlnfnl

A Click [Yes]

= A printer installation complete screen appears.

Installation of XIDB30O0 USB printer X

Printer installation is complete.

Click Finish to close the installation program,

< Back Cancel

15 Click [Finish]
» EXxits the installation program.

16 Open “Printers” in [Control Panel]
» Check to ensure that the printer is added.

O Windows XP (Example)

*® Printers and Faxes

Fle Edt Wiew Favorites Tools  Help

Qe - © - F Pt ok | FH-

Address |5y Printers and Faxes M- E

O Windows Vista (Example)

{ ii\_} |af.!! < Printers - | vdv? | [
Name Documents Status »
; f XD 8300 U1

0
% Ready

O Windows 2000 (Example)

%8 Printers and Fanes

File Edt View Favorites Toos  Help

QBatk 3 Q 3 JS ":J Search || Folders ‘

Address [, Printers and Faxes

T
‘ Add Printer ‘
210 6300 U1 ]

Cautions:

= To delete a printer, execute “Uninstall printer driver” after restarting
Windows.

Ethernet (LAN) Connection

Cautions:

= Configure the IP address and other necessary settings for the printer
in advance.

= Do not connect the printer to the USB port.

= Do not connect the printer to the Ethernet (LAN) until instruction
asking you to do so appears on the installer.

= Do not turn on the power of the printer until instruction asking you to
do so appears on the installer.

You need to enable the LAN hub before connecting the printer via
this hub.

Exit all applications that are currently running.

= If document printing is currently in progress, wait for all the jobs to
complete.

1 Start up Windows, and set the supplied CD-ROM into the computer
= A card printer setup screen appears.

Card Printer

Welcome to XIDE300 Card Printer

~Interface
 USB connection

+ Ethernet cannection

—Action
* Install
v Printer Drivar
v Status Monitor

© Uninstall
I~ Frinter Driver
Language ———— [~ Status Monitor

IEng“Sh :Iv I~ Clean Up

(Open the Document Faolder | et = Exit

Memo:

= |f the CD-ROM drive of the computer is set to run automatically, the
installer will be executed automatically.
If the installer is not automatically initiated, double-click “SETUP.exe”
in the CD-ROM.

= If you are not using the “SETUP.exe” automatic execution program
in the CD-ROM, start the installer for the printer driver by double-
clicking the following file in the CD-ROM: “English\LAN_Soft
\install.exe”.



O Windows Vista
= A [AutoPlay] screen appears.

& AutoPlay =0 | )
DVD RW Drive (E) XID 8300

[] Always do this for software and games:

Install or run pregram from your media

ﬁ Run SETUP.exe
Publisher not spedified

General options

Open folder to view filles
) using Windows Explorer

View more AutoPlay options in Control Panel

= Clicking [Run SETUP.exe] displays the [User Account Control]
screen.

= Clicking [Allow] displays the card printer setup screen.

2 Select the [Printer Driver] checkbox on the card printer setup screen
A Select the language to use from the [Language] pull-down menu

» Selecting [Japanese] switches the program to the Japanese
version.

= Selecting [English] switches the program to the English version.
B Select [Ethernet connection] from [Interface].

C Select [Install] under [Action], and select the [Printer Driver]
checkbox

Memo:

= You can select the [Status Monitor] and [Electronic Manual]
checkboxes to install them simultaneously. Selecting all checkboxes
starts installation in the order of the Electronic Manual, status
monitor, and printer driver.

= The same status monitor can be used for printers connected via
USB and Ethernet.

= Clicking [Open the Electronic Manual] opens the Electronic
Manual.

= Clicking [Exit] ends the installation.

3 Click [Next]
» A [Installation of XID 8300 Ethernet printer] screen appears.

Installation of XIDB300 Ethernet printer El

Please read the following “Software License Agreement”. If pou accept the “Software
License Agreement", choose | agree, and click Next to continue. |f you do not accept
it click Cancel to close the installation

Software License Agreement -~

The software covered by this document is the computer program developed by
\lictor Company of Japan, Limited . a Japanese compary. for certain card printer
products ["Products”], and is composed of the "USE Driver", "Status Monitor and
"Printer Driver”. The foregoing software, including the attached documentation
such as its uger's manual, ete. ["D'ocumentation'), is referred to as "this Software’"
hereafter.

The use of this Software is permitted only to pou, the customer recognized as an
“End User* thereof, solely according to the terms and conditions provided in this
document. This document shall constitute a legal agreement between you and our
Company ["this &greement”] subject to your acceptance of such terms and

| agree

(I do not agree

~

4 Read through the “Software License Agreement”

= If you accept the terms and conditions, select [| agree] to start
installation.

= If you do not agree, click [Cancel] to stop the installation.

Setup

5 Click [Next]
= A start installation screen appears.

Installation of XIDB300 Ethernet printer &

“wielcome ta 208300 Ethemet printer installation.

Please exit all \Windows applications that are running
and wait until all documents are printed before mnning
this installation program.

Connect the ethemet cable ta the printer and your computer. Load supplies in the
printer. Power on the printer.

Click. Mext to continue,

6 Connect the printer and computer using a LAN cable
7 Turn on the power of the printer

8 Check the details, followed by clicking [Next]
= A screen for setting [Printer model] and [Printer name] appears.

Installation of XIDB300 Ethernet printer rz|

Printer madsl:

Printer name:

|:p8300 Lan

[[] Make this the default printer.

Pleass provide a ''Printer Mame'
Click Mext ta continue.

[ < Back ” Next » 1[ Cancel

A Select a [Printer model]

B Enter the [Printer name]

C Select the [Make this the default printer.] checkbox if necessary
Memo:

» Doing so enables you to set it as a default printer after installation
is complete.

9 Click [Next]

= A screen for entering the shared name appears.
» Enter the shared name when you are sharing a printer.

Installation of XIDB300 Ethernet printer El

Printer name:

02300 Lan |

Share name:

IF you want to share this printer, please provide a "Share name'
Click Mext ta continue.

<Back [ MNet> | [ Cancel

Memo:
= You can also set the shared name after installation is complete.



Setup

10 Click [Next]
= A port selection screen appears.
= Select [XID 8300N Port] under [Create a new port].

Installation of XIDB300 Ethernet printer ‘Xl

(O Use the existing port

=)
o
=
1>

,1
iz
im
<

() Create a new port:

Choose Create a new port with the name "= D8300M Port'!
Click Next to continue.

<Back [ Mew> | [ Concel

11 Click [Next]
» An install information confirmation screen appears.

Installation of XIDB300 Ethernet printer ‘X|

Printer driver

Printer model: XIDB8300 LAN
Printer name: XIDE300 LAN
Share name:  XIDE300

New park
Port monitor:  XIDE200M Port

Fieview ingtallation settings. Click Back to change settings.
Printer filgs will be installed when you click the Finish button.

[ < Back ” Finizh I[ Canicel ]

12 Check the installation information, followed by clicking [Finish]
= To change the settings, click [Back].

O Windows XP
= A [Software Installation] screen appears.

Software Installation

'E The sol instaling has ot passed
4 testing to refy s compatiblity with Windows P, llgm_nh
thiz testing it impostant |

Continuing your installation of thiz zoftware may impair
o1 destabilize the conect operation of pour system
either immediately of in the future. Microsoft strongly
recommends that you stop this installation now and
contact the software vendor for software that has
paszed Windows Logo testing.

EDorumA:wayllSTUF‘ i ]

A\ Click [Continue Anyway]
= A [Windows Security Alert] screen appears.

% Windows Security Alert El

il
l'| | To help protect yous computer, Windows Firewall has blocked

\7 some features of thiz program

Do you wanl to keep blocking thiz program?
HName:  Card Printer Driver Installes
Publisher: Viclor Company of Japan, Limited

[ KeepBlocking | [ unblock | [ AskMeLaer |

Windows Firewall has blocked froen the
Inesniet o & network. Ifmmu\emmuhuuﬂnwm you can
unblock it When should | unblock 5 program?

B Click [Unblock]
= The program will fail to function properly if you click on buttons
other than [Unblock].

10

O Windows Vista
= A [Windows Security Alert] screen appears.
& Windows Security Alert =)

this program

Igame: (Card Printer Driver Instalisr
Publisher: Victor Company of Japan, Limited
Pathy: E:\engiishan_softinstall exe
Network location: Private network

ok locations?

This program has already been blodked or unblocked for a different network location.

[ peepbocng | [ umbok |

A Click [Unblock]

= The program will fail to function properly if you click on [Keep
blocking].

= A [XID 8300N Port] screen appears.
XIDB30ON Port 3

Property | version|

PartName: | XID8300 N1 |

Printer List: |PrinterD1 [192.168.0.1]

=) 1Pvd O IPYE

[ u] 4 H Cancel H Apply

13 Select the [Property] tab

A Select this printer from [Printer List]

= When connecting using the IPv4 address, select [IPv4], followed by
clicking [Find...] to search for the printer. After clicking [IPv4], you
can search for the printer by directly entering the IPv4 address in
the [Printer List].

= When connecting using the IPv6 address, select [IPv6], followed by
clicking [Find...] to search for the printer. After clicking [IPv6], you
can search for the printer by directly entering the IPv6 address in
the [Printer List].

Memo:

= Ethernet (LAN) connection is improper if “Not Connected” appears
in the [Printer List]. If the printer that is currently being installed
cannot be found by clicking [Find...], end the installation process
and reinstall the program.

= If “Not Selected” appears in the [Printer List], select an item that
coincides with the IP address of the printer that is currently being
installed from the pull-down list.

B Enter the [Port Name]
14 Click [OK]

O Windows XP
= A [Software Installation] screen appears.

Software Installation

'E The sol instaling has ot passed
4 testing to refy s compatiblity with Windows P, llgm_nh
thiz testing it impostant |

Continuing your installation of thiz zoftware may impair

o1 destabilize the conect operation of pour system

either immediately of in the future. Microsoft strongly

recommends that you stop this installation now and
software vendor for

contact t software that has
paszed Windows Logo testing.

EDorumA:wayllSTUF‘ i ]

A Click [Continue Anyway]



O Windows Vista
= A [Windows Security] screen appears.

3 Windows Security

= Don'tinstall this driver software

for your device.

% Install this driver software anyway

information,

¥ Seedetails

Q(I Windows can't verify the publisher of this driver software

You should check your manufacturer's website for updated driver software

Only install driver software obtained from your manufacturer's website or
dise. Unsigned software from cther sources may harm your computer or steal

A Click [Install] part

O Windows 2000

= A [Digital Signature Not Found] screen appears.

Digital Signature Not Found

been alered since it was tested.

The Microzoit digital signature affems
baen tested with Windows and that the software has not

Unknown soltware package

digital T there
qguarantes that this softwars works comectly with
Windows.

15 no

If you want to search for Microsolt digitally signed
software, visit the Windows Update Web site at

hitp
avaiable.

Do you want to continue the installation?

that software has

The software you are about to install does not contain a

x|

Mo ] umlnfal

A Click [Yes]

= A printer installation complete screen appears.

Installation of XIDB300 Ethernet p

Printer installation is complete.

Click Finish to close the installation program

3

< Back Cancel

15 Click [Finish]
» EXxits the installation program.

16 Open “Printers” in [Control Panel]
» Check to ensure that the printer is added.

O Windows XP (Example)

*® Printers and Faxes

File Edi View Favortes Tools Help

Qo - @ - (F| P oot [ Fokiers

Address

%2 Printers and Fazes

v o

N\ e a
= b
- fealy i

O Windows Vista (Example)

Setup

s << Printers

W) Organze ~ oo

-
MName

Documents

/ AID 8300 LAN

4 - 0
‘% Ready

Views

v [+ ]

Status oy

O Windows 2000 (Example)

% Printers and Faxes

Fle Edt View Favorites Tools  Help

Qe - ) - ¥ |’:l Search || Folders ‘

Address [ Printers and Faxes

3
‘ Add Printer

Cautions:

= To delete a printer, execute “Uninstall printer driver” after restarting

Windows.

Update of Printer Driver

To update

1 Delete the existing printer driver
"Uninstalling the Printer Driver" (A page 19)

2 Re-install the printer driver
"Installing the Printer Driver" (A page 4)
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Setup

Network Sharing of Printer

Windows XP/ Windows 2000

Cautions:
= Check to ensure that you can access the computer to which the
printer is connected.

» Check also to ensure that the printer can be shared.

1 Open “Printers” in [Control Panel]
= A [Printers and Faxes] screen appears.

*& Printers and Faxes

G edi view  Favortes Tools Help

=
) @
Server Proerties | [ S search [ Folders ) ordners

Set Up Faxing

Faxes

Clase.
ting

@) 6ot help with printing

Other Places 2

2 Click [Add Printer] under the [File] menu
= A “Welcome to the Add Printer Wizard” screen appears.
Add Printer Wizard

Welcome to the Add Printer
Wizard

This wizard helps ou install & prnter of make prntes
corrmctont.

i il you havee & Plug and Play pinbes that cornects

L) thucush 8 USB por [or ey other ot pluggabie
poit, such az IEEE 1334, miared. and 1o on], you
o not reed 1o ute this wizard Cick Cancel fo
clate the wzsed, and then phug the prnker's cable
ko your computer o pomnt the penber bomard your
computer's nlrared por, and bum the prnter on
‘windaws wil sutomatic ally instal the prnter for you

Ta cortinue. chck Next

Hest > Cancel

3 Click [Next]
= A printer type selection screen appears.

Add Printer Wizard

Local or Metwork Printes
The wizard needs ho know which type of penter o sst up.

Select the ophion that describes the prnter you want 1o une:
(O Locdl prirtes altached to this computer

(A ngtvwosk: piikes, of & prnter itached 1o sl comguted

[ To et up & netwoek prirtes that is not stached (o & prnt server,
L) e the "Local pnter” opion

<Boack |[_ He» Cancel

4 Select [A network printer, or a printer attached to another computer],

and click [Next]
= A “Specify a Printer” screen appears.

Add Printer Wizard

Specily a Printes
I yous don't kot the namme o addiets of the panber. pou can search for & pirer
that meets youl rewsds

‘What prirtes do you want ko connect to?
(& Bioge for 2 prnied
() Connet b this penber for 1o browss foe a prnker, select this opbion and chck Next}
Hame:
Exampler \\server\peinter
()} Cgnnect to 2 prinkes on the Intemet of on 2 home or office network:
URL:
Example hap //serves/primdessmypenter/ pirked

<Boack |[_ He» Cancel

12

5 Select [Browse for a printer], and click [Next]
= A “Browse for Printer” screen appears.

Add Printer Wizard

Browse for Printer

“when the list of printers appears, selsct the one you want to use. ':

Printer: |><IDB3UEI u

Shared printers:
S Miciosoft Windows Network,

@ IS0

Frinter information
Comment:
Status: Ready Documents watting: 1}

[ <Back J[_Mew> | [ Cancel ]

6 Select a printer from [Shared printers], and click [Next]
= A [Connect to Printer] screen appears.

) ou are about to connect to a prinker on PC1, which vl sutomatically install 3 print driver on your machine. Printer
drivers may contain viruses or scripts that can be harmful to your computer. It Is important to be certain that the
computer sharing this printer &s trustworthy. Would you lke to conbirue?

C= e ]

7 Click [Yes]
= A “Default Printer” screen appears.

Add Printer Wizard

Default Printes
“f'our computer vall shways tend documents 1o the defaull prrter unless pou specily
otherize

Do yous wank bo uze this peinter a the dafauk printer?
©Yes
OMNeg

8 Select [Yes] if necessary, and click [Next]
= A “Completing the Add Printer Wizard” screen appears.

Add Printer Wizard

Completing the Add Printer
Wizard

“You have successtully completed the Add Printer Wwizard.
*rou specified the following printer settings:

Mame: KIDE300 U1
Diefault ‘es
Location

Comment.

Tor close this wizard, click Finish

9 Check the details, followed by clicking [Finish]
= Network sharing of the printer is complete.

10 Open “Printers” in [Control Panel]
= Check to ensure that the printer is added.

"8 Printers and Faxes |Z||E|[g|
Fle Edt ‘iew Favorites ™ ";l

»

A




Cautions:

= When the access authority of the computer is not proper, the printer
may not be able to perform printing even if installation of the printer
driver is completed.
Ensure that the access authority is proper according to the
instructions of the network administrator.

Windows Vista

Cautions:

= Check to ensure that you can access the computer to which the
printer is connected.

= Check also to ensure that the printer can be shared.

1 Open “Printers” in [Control Panel]
= A [Printer] screen appears.

=

Q_O [ < printers

+ [ 49 || seorch
File Edit View Tools Help

8¢ Add a printer

Hame B Documents  Ststus =
Fax Microsoft

XPS Doc...

2 Click [Add a printer] in the toolbar
= A printer selection screen appears.

(L) o Add Pricnas
What type of printer do you want to install?

+ Add a local printer
Uk thes xpaon ooy i g SR peintes. (Wands -
when you plug them in.)

# Add a network, wireless or Bluetooth printer
Make sure that your computer is or thet your Bi wirghess
printes 1 fuenad o,

Cancel |

3 Select [Add a network, wireless or Bluetooth printer], and click [Next]
= A screen for selecting the printer appears.

G = asabintes
Searching for available printers..

| Printer Mame Address.

w20 e P WP o3

—— [ stop |

=+ The printer that I want isn't listed

Setup

4 Select a printer, and click [Next]
= A driver installation confirmation screen appears.

Printers

L To use the shared printer \\Pc\xid8300 , you need to install

& - . .

7 the printer driver on your computer. If you do not recognize or
trust the name and location of the printer, do not install the
driver.

@ Install driver

5 Click [Install driver]
= A [User Account Control] screen appears.

6 On the user account screen, click [Continue]
= A screen for entering the printer name appears.

; =
R 8 Mdbiowr
You've successfully added XIDB300 U1
Frinter name: pa 00
This printer has been installed with the ¥ID8300 UL driver.
Caoee. ]

7 Select the [Set as the default printer] checkbox if necessary, and
click [Next]

= A screen indicating that the printer is added appears.

===
=

Your've suecessfully added XIDB300 U1

To chack f your prnte is worki dy. 610
test page.

for the printer, print &

] Ganc )
8 Check the details, followed by clicking [Finish]
= Network sharing of the printer is complete.
9 Open “Printers” in [Control Panel]
= Check to ensure that the printer is added.
=1 ==

O'O |« Puinters

= [ 42 || searr

Cautions:

= When the access authority of the computer is not proper, the printer
may not be able to perform printing even if installation of the printer
driver is completed.
Ensure that the access authority is proper according to the
instructions of the network administrator.
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Setup

Status Monitor

Installing the Status Monitor

Cautions:
» The same status monitor can be used for printers connected via
USB and Ethernet.

» Make sure that the status monitor is only installed once on a single
computer.

= To continue using the status monitor after uninstalling the printer
driver, update the status monitor accordingly.

"Update of Status Monitor" (A page 15)

1 Start up Windows, and set the supplied CD-ROM into the computer
= A card printer setup screen appears.

Card Printer,

Welcome to XIDEA00 Card Printer

Interface
+ LISB connection

" Ethernet connection

Action
* Install
|v Printer Criver
Jv Status Monitor

" Uninstall
~
Language r

English -
nglis -

Open the Document Faolder ‘ Mext = | Exit

Memo:

» If the CD-ROM drive of the computer is set to run automatically, the
installer will be executed automatically.
If the installer is not automatically initiated, double-click “SETUP.exe”
in the CD-ROM.

If you are not using the “SETUP.exe” automatic execution program
in the CD-ROM, start the installer for the status monitor by double-
clicking the following file in the CD-ROM: “English\Software
\STT_MON\install.exe”.

O Windows Vista
= A [AutoPlay] screen appears.

= F=E
DVD RW Drive (E)) XID 8300

Ed AutoPlay

[T] Always do this for software and games:

Install or run program from your media

Run SETUP.exe
E Publisher not specified

General options

Open folder to view files
] using Windows Explorer

View more AutoPlay options in Control Panel

= Clicking [Run SETUP.exe] displays the [User Account Control]
screen.

= Clicking [Allow] displays the card printer setup screen.

14

2 Select the [Status Monitor] checkbox on the card printer setup
screen
A Select the language to use from the [Language] pull-down menu
» Selecting [Japanese] switches the program to the Japanese

version.
» Selecting [English] switches the program to the English version.
B Select [USB connection] or [Ethernet connection] from [Interface]
C Select [Install] under [Action], and select the [Status Monitor]
checkbox

Memo:

= You can select the [Printer Driver] and [Electronic Manual]
checkboxes to install them simultaneously.

= Clicking [Open the Electronic Manual] opens the Electronic
Manual.

= Clicking [Exit] ends the installation.

3 Click [Next]
= A status monitor installation screen appears.

Installation of XIDB300 Status Monitor gl

Asszign a destination folder for XIDB300 Status Monitor

C\Program Files

Browse..

Caution: Close all applications befare installtion

@ Then, press =Mext= hutton,

Mext >

= To change the displayed installation destination, click [Browse...] and
specify the destination folder.

4 Click [Next]
= A selection screen for registering the status monitor appears.

Cancel |

Installation of XIDB300 Status Monitor El

¥ Register for start menu |Programs\><\08300 j

[~ Make a shortcut icon on desktop.

o

< Back Mext >

A Select the [Register for start menu] checkbox

= To change the registration in the displayed Start menu, make a
selection from the [Register for start menu] list.

B Select the [Make a shortcut icon on desktop.] checkbox if
necessary

5 Click [Next]
= Installation starts.

= After installation is complete, an installation complete screen
appears.

carcel |

Installation of XIDB300 Status Monitor EI

Installation succeeded. Press =Finish=far completion

Use =Uninstall Status Monitor= in the menu for the

@ uninstallation

Finish

6 Click [Finish]
= An installation complete confirmation screen appears.

XIDB30D Status Monitor 3]

1 ) Installation has been completed.




7 Click [OK]
= EXxits the installation program.
= You can now start the status monitor from [Start menu].

Cautions:

= The following error may occur when you start executing the status
monitor on Windows Vista.

~ (o]

XIDB300 Status Monitar

There is no authority to update printer setting information. Is it all right
¥ although it is only displayed?

Cancel

Cause: The status monitor cannot run because the program cannot be
identified by Windows Vista.

Action: Select “Run as administrator” to start the status monitor as a
user with administrator authority. Doing so enables the program to be
identified by Windows Vista, and the same error will not recur.

% Uninstall Online Manual
@& XID3300 Online Manual

Open

7@ Uninstall Status|

Open file location
'@.‘ Run as administrator
B  Addtoarchive..
B  Addto "XID83005tatusMonitor.rar”

B Compress and email..

= Even if a user is logged on with the administrator account on
Windows Vista, the user may be regarded as one without
administrator authority when running the status monitor.

Update of Status Monitor

1 Delete the status monitor

"Uninstalling the Status Monitor" (A page 22)
2 Re-install the status monitor

"Installing the Status Monitor" (A page 14)

Setup

USB Driver

Installing the USB Driver

Cautions:

= The USB driver is also installed while you are installing the printer
driver via USB connection.

Install the USB driver additionally only when you want to set items
other than the [Printer Name] on the [Printer Selection] screen of the
status monitor.

= Do not turn on the power of the printer until instruction asking you to
do so appears on the installer.

= Do not connect the printer to the USB until instruction asking you to
do so appears on the installer.

= You need to enable the USB hub before connecting the printer via
this hub. Do not connect the printer to the USB hub until instruction
asking you to do so appears.

Windows XP
1 Start up Windows

2 Set the supplied CD-ROM into the computer

= The “SETUP.exe” automatic execution program in the CD-ROM is
not used. Exit this program.

3 Connect the computer and printer using the USB cable, and turn on
the power of the printer

= The printer is automatically detected by the computer.

» A [Found New Hardware Wizard] screen appears.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard
Windows vl seasch lor curnent and updated soffware by
ing on your computber, on the hardware instalation LD, or on
e Windows Update Web site [with your paimizsion]
Flead ouw geivacy policy

Can'Windows connect to Windows Update to seaech fos
saltware?

O Yes. this time only
(e, now and every bime | connect a device

Click Hest to confinue.

Cautions:
= Connection is improper if this screen does not appear. Make sure

that the connection is properly established.
4 Select [No, not this time], and click [Next]
= An installation method selection screen appears.

Found New Hardware Wizard

This wizard helps you install software for:

»DE300 U1

(). 1f your hardware came with an installation CD
&2 or floppy disk. insert it now.

‘what do you want the wizard to do?

(@) Install the software automatically (Hecommended)
O Install fram a list or specific lacation (Advanced)

Click Next to cantinue.

<Back || Mew> | [ Cancel

15



Setup

5 Select [Install the software automatically (Recommended)], and click
[Next]

» A [Hardware Installation] screen appears.

Hardware Installation

L} The software pou are installing for this hardware:
LY
XIDE300 U1

hs not passed Windows Logo testing to verify its compatibiliy

with ‘Windows XP. (Lell me why this testing iz important. |

Continuing pour installation of this software may impair
or destabilize the commect operation of pour system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

[ Cantinue Anyway ] [ STOP Installation

6 Click [Continue Anyway]
= A “Completing the Found New Hardware Wizard” screen appears.

Hardware Update Wizard

Completing the Hardware Update
Wizard

The wizard has finished installing the software for:

? HDE300 U1

Click Finish tor close the wizard,

7 Click [Finish]
» Installation of the USB driver is complete.

Windows Vista

1 Start up Windows

2 Connect the computer and printer using the USB cable, and turn on
the power of the printer

= The printer is automatically detected by the computer.

» A [Found New Hardware] screen appears.
[+7] Found New Hardware ==

Windows needs to install driver software for your Card
Printer

¥ Locate and install driver software {recommended)
Windows will guide you through the process of installing driver software
[ for your device.

+ Ask me again later
Windows will ask again the next time you plug in your device or log on.

' Don't show this message again for this device
| Your device will not function until you install driver software.

_ Cencel |

Cautions:
= Connection is improper if this screen does not appear. Make sure
that the connection is properly established.

16

3 Click [Locate and install driver software (Recommended)]
= A [User Account Control] screen appears.

4 Click [Continug]
» A [Found New Hardware] screen appears.

) Found New Hardware - Card Printer

Allow Windows to search online for driver software for your Card Printer?

* Yes, always search online (recommended)
Windows will automatically search for the latest drivers and applications for your hardware and
| download them to your computer,

? Yes, search online this time only
Windows will search for the latest drivers and applications for this device and download them to
YOUr computer.

2 Don't search online
Your device may not function properly until you get the latest software.

Please read Mic

_ Cancel |

5 Click [Don't search online]
» A screen appears, prompting you to insert the disc.

G L Found New Hardware - Card Printer

Insert the disc that came with your Card Printer

If you have the disc that came with your device, insert it now. Windows will automatically
search the disc for driver software.

# Idon't have the disc. Show me other options.

_ Cancel |

6 Set the supplied CD-ROM into the computer

= The “SETUP.exe” automatic execution program in the CD-ROM

is not used. Exit this program.
= A [Windows Security] screen appears.

) Windows Security =)

erify the publisher of this driver software

2 Don'tinstall this driver software
| You should check your manufacturer's website for updated driver software
for your device.

2+ Install this driver software anyway
| Only install driver software obtained from your manufacturer's website or
dise. Unsigned software from other sources may harm your computer or steal
information.

w | See details




7 Click [Install this driver software anyway]
= An installation complete screen appears.
[ e

&) i Found New Hardware - XID8300 U1

The software for this device has been successfully installed
Windows has finished installing the driver software for this device:

XID8300 U1

8 Click [Close]
» Installation of the USB driver is complete.

Windows 2000
1 Start up Windows

2 Set the supplied CD-ROM into the computer

= The “SETUP.exe” automatic execution program in the CD-ROM is
not used. Exit this program.

3 Connect the computer and printer using the USB cable, and turn on
the power of the printer

= The printer is automatically detected by the computer.

= A [Found New Hardware Wizard] screen appears.

Found Mew Hardware Wi

Welcome to the Found New
Hardware Wizard

This wizaid helps you inslall s device divet lol &
vice.

To cortirue. chck Nest

[ o |

Cautions:

= Connection is improper if this screen does not appear. Make sure
that the connection is properly established.

Setup

4 Click [Next]
= A search method selection screen appears.
Found ew Hardmare Wirord ———— =

Install Hardwase Device Drivers
A device derver is & soltware peogram that enables & hardware device 1o work with.
an opaling system

plete the i this device:

@ Cavd Prinkes
Ad

o that o i

ma makes
rends ditved fles for your new device. To locabe diver fles and complels
instalation chek Neat

‘What do you want the wizard to do?

" Display a et of the knowe drivers for this device 5o that | can chooze a speciic

<Back Heat > Cancel |

5 Select [Search for a suitable driver for my device (recommended)],
and click [Next]

= A “Locate Driver Files” screen appears.
[Found New Hardware Wzard

Locate Duiver Files
‘whene do you wanl Windows to seaich ot dives fles?

Seanch for driver files for the following handware device:

@ Cavd Prinkes

The waizard seaiches lon sstable divvets in it diver database on pour computer and in
&y ol the folovang cptianal search locations that you specily.
To start the seaech. chck Nest. If you are searching on & loppy disk or CO-ROM deive,
it the floppy disk or CD befoee clicking Nest.
Optional search locations:

I™ Flogpy dik dived

7 CO-ROM dives

I” Specly alocation

T Microsolt Windows Lipdate

<Back Heat > Cancel |

6 Select the [CD-ROM drives] checkbox, and click [Next]
= A “Driver Files Search Results” screen appears.
[Found New Hardware Wzard

Diives Files Search Results
The wezaid has linished seasching lor diver Hes lor yout haidware device.

dhives foe the ToBowang d

@ Cavd Prinkes

‘Windowes found  dever for thes device. To nstal the driver Windows found, chek Nest

@ rheommontsoltwanec_pod\pdiZ1ud ind

<Back ]:—[ewq Cancel |

7 Click [Next]

17
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= A “Completing the Found New Hardware Wizard” screen appears.
[Found New Hardware wizard

Completing the Found New
Hardware Wizard

. XID8300 U1

Windows has finished installing the software for this device.

To close this wizard, chick Finish.

8 Click [Finish]
= Installation of the USB driver is complete.

18



Uninstall

Cautions:

= To uninstall the software, log into the system as an administrative
user (Administrators group).

A part of the illustrations in this Electronic Manual may not be
displayed depending on the computer’s environment. Skip the
procedures in this case.

"Printer Driver" (A page 19)
"Status Monitor" (A page 22)

Printer Driver
Uninstalling the Printer Driver

USB Connection

Cautions:

= Do not execute “Uninstall” if there are applications that are currently
running.

= |f document printing is currently in progress, wait for all the jobs to
complete.

1 Start up Windows

2 Connect the computer and printer using the USB cable, and turn on
the power of the printer

Cautions:

» Check to ensure that the printer connected via USB is recognized on
the computer. If the USB connection is not recognized, the USB
driver cannot be correctly deleted.

3 Set the supplied CD-ROM into the computer
= A card printer setup screen appears.

Interface
+ LISB connection

" Ethernet connection

Action
" Install

-

-

" Uninstall
[+ PFrinter Driver
Jv Status Monitar

English -
nalis =

Language

Open the Document Folder ‘ Mext = Exit

Memo:

= |f the CD-ROM drive of the computer is set to run automatically, the
installer will be executed automatically.
If the installer is not automatically initiated, double-click “SETUP.exe”
in the CD-ROM.

= If you are not using the “SETUP.exe” automatic execution program
in the CD-ROM, start the uninstaller for the printer driver by double-
clicking the following file in the CD-ROM: “English\USB_ Soft
\uninstall.exe”.

Setup

O Windows Vista
= A [AutoPlay] screen appears.

& AutoPlay =)

DVD RW Drive (E) XID 8300

[] Always do this for software and games:
Install or run pregram frem your media

Run SETUP.exe
{J] Publisher not spedfied

General options

Open folder to view files
l using Windows Explorer

View more AutoPlay options in Control Panel

1

= Clicking [Run SETUP.exe] displays the [User Account Control]
screen.

= Clicking [Allow] displays the card printer setup screen.

4 Select the [Printer Driver] checkbox on the card printer setup screen
A Select the language to use from the [Language] pull-down menu
» Selecting [Japanese] switches the program to the Japanese

version.
= Selecting [English] switches the program to the English version.
B Select [USB connection] from [Interface]
C Select [Uninstall] under [Action], and select the [Printer Driver]
checkbox

Memo:

= You can select the [Status Monitor] and [Electronic Manual]
checkboxes to uninstall them simultaneously.

5 Click [Next]
» A [Delete the XID 8300 USB printer] screen appears.

Delete the XIDB300 USB printer rX|

Are you sure pou want to remove XIDB300 USE printer?

Pleaze exit all Wwindows applications that are running
and wait until all documents are printed befiore running
this uninstall program

Click Mext ta continue.

6 Check the details, followed by clicking [Next]
= A printer model selection screen appears.

Delete the XIDB300 USB printer Fxl

Printer model:

Printer name:

D300 U1

Choose the printer from the Printer Madel list
Click Next to continug,

<Back | Mew> | [ Cancel
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7 Select the printer to uninstall, and click [Next]
= An uninstall information confirmation screen appears.

Delete the XIDB300 USB printer er

Ponter e,
Printer model: =08300 U1
Printer name:  *ID3300 U1

Part manitor
Port monitor: - =1D8300U Port
Poit name: XID2200U1

Merify information about this printer. Click Back to change the printer.
Click Finish to delete files fiar the printer.

[ <Back ][ Fish ] [ Coneel

8 Check the details, followed by clicking [Finish]
= To change a printer, click [Back].

Cautions:
= Uninstall the USB printer drivers accordingly for each printer unit
number.

= An uninstallation complete screen appears.

Delete the XIDB300 LSB printer er

The printer has been deleted.

Click Finish to closs the program

< Back Cancel

9 Click [Finish]
» Exits uninstallation.
Cautions:

= To reinstall the printer driver, perform the installation procedures
after restarting Windows.

Ethernet (LAN) Connection

Cautions:

= Do not execute “Uninstall” if there are applications that are currently
running.

= |f document printing is currently in progress, wait for all the jobs to
complete.

1 Start up Windows

2 Connect the computer and printer using a LAN cable, and turn on
the power of the printer

Cautions:
= Do not connect a USB cable to the printer.

20

3 Set the supplied CD-ROM into the computer
= A card printer setup screen appears.

CardPrinter,

Interface
¢ USB cannection

+ Ethernet connection

Action
" Install

-

-

" Uninstall
Jv Frinter Driver
v Status Manitar

Language

English -
nglis =

Openthe Document Falder ‘ Mext = Exit

Memo:

» If the CD-ROM drive of the computer is set to run automatically, the
installer will be executed automatically.
If the installer is not automatically initiated, double-click “SETUP.exe”
in the CD-ROM.

= If you are not using the “SETUP.exe” automatic execution program
in the CD-ROM, start the uninstaller for the printer driver by double-
clicking the following file in the CD-ROM: “English\LAN_Soft
\uninstall.exe”.

O Windows Vista
= A [AutoPlay] screen appears.

B Autorlay o) o &

DVD RW Drive (E:) XID 8300

[] Always do this for software and games:

Install or run program frem your media

Run SETUP.exe
5 Publisher not specified

General options

Open folder to view files
l using Windows Explorer

View more AutoPlay options in Control Panel

1

= Clicking [Run SETUP.exe] displays the [User Account Control]
screen.

= Clicking [Allow] displays the card printer setup screen.

4 Select the [Printer Driver] checkbox on the card printer setup screen
A Select the language to use from the [Language] pull-down menu
= Selecting [Japanese] switches the program to the Japanese

version.
= Selecting [English] switches the program to the English version.
B Select [Ethernet connection] from [Interface].
C Select [Uninstall] under [Action], and select the [Printer Driver]
checkbox

Memo:

= You can select the [Status Monitor] and [Electronic Manual]
checkboxes to uninstall them simultaneously.



5 Click [Next]
= A [Delete the XID 8300 Ethernet printer] screen appears.

Delete the XIDB300 Ethernet printer

e you sure vou want to remove XIDA300 Ethermet
Pprinter?

Please exit all Windows applications that are running
and wait until all documents are printed before running
this uninstall program.

Click Mext to continue.

6 Check the details, followed by clicking [Next]
= A printer model selection screen appears.

Delete the XIDB300 Ethernet printer "X|

Printer madsl:

Printer name:

AIDB300 LAN

Choose the printer fiom the Printer Model st
Click Next to continue.

[ < Back ” Nest > I[ Cancal

7 Select the printer to uninstall, and click [Next]
= An uninstall information confirmation screen appears.

Delete the XIDB300 Ethernet printer “Xl

Frinter driver
Printer model: %ID8300 LAN
Printer name:  *ID8300 LAN

Part maritor
Port monitor: - XIDB300N Port
Poit name: ul

Werify information about this printer, Click Back to change the printer,
Click Finish to delete files for the: printer.

[ <Back ][ Frsh | [ Concel

8 Check the details, followed by clicking [Finish]
= To change a printer, click [Back].

Cautions:

» In the case where multiple Ethernet (LAN) printer drivers are
installed, the uninstaller deletes all of these printer drivers.

= An uninstallation complete screen appears.

Delete the XID8300 Ethernet p 3

The printer has been deleted.

Click Finish to close the program.

< Back Cancel

9 Click [Finish]
» Exits uninstallation.

Cautions:

Setup

= To reinstall the printer driver, perform the installation procedures

after restarting Windows.
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Status Monitor

Uninstalling the Status Monitor

Cautions:

= Do not execute “Uninstall” if there are applications that are currently
running.

» If document printing is currently in progress, wait for all the jobs to
complete.

1 Exit the status monitor

2 Select [Uninstall Status Monitor] from [Start menu]

@r Sek Program Acess and Defaults
T Windows Cataog
% Windows Uipdate

ms
% Documents

|=] OpenOffice.org 2.3

@» Settings 3 | & st

,J Search » @ Internet Explorer
[5) Outlook Express
@) Help and Suppart

W=7 Run..,

. Remote Assistance
L Windouws Movie Maker
I Micrasaft Office »

T Uninstall Status Monitor

| ®ID8300 Status Monitor

LE] Log OFf adrmin...
B o off computer...

~ e

Windows XP Professional

Memo:

» If the [Register for start menu] checkbox is not selected during
installation of the status monitor, delete using [Add or Remove
Programs] in [Control Panel].

= You can also perform uninstallation using the “SETUP.exe”
automatic execution program.

"SETUP.exe" (A page 14)

= A status monitor deletion confirmation screen appears.

XIDB300 Status Monitor

.
\ 1 ) RIDB300 Status Monitar will be uninstalled.

3 Click [OK]

» Uninstallation starts, and a confirmation screen for deleting the
setting file appears.

CX-7000 Status Monitor

\g) Do you uninstall C:\Program Files| WC|CX-7000 Status Mankor{E)C o

[T N

4 Click [Yes]

» Deletes the setting file for the status monitor. If you do not want to
delete it, click [No].

Uninstallation of XIDB300 Status Monitor

¥ID8300 Status Monitor has been successully
uninstalled

W

5 Click [Finish]
» Exits uninstallation.
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IPSec

Setting Procedures

Setup

Certificate Authentication

A Request the “PC Certificate” from the certification authority.

B The “PC Certificate” and “Certification Authority Certificate” are
issued by the certification authority. Install these on the PC.

C Request the “Printer Certificate” from the certification authority.

D The “Printer Certificate” and “Certification Authority Certificate”
are issued by the certification authority. Install these on the PC.

E Export the “Printer Certificate” and save it in a file.

= Export the “Certification Authority Certificate” and save it in a file.

G Connect the printer via USB, and download the “Printer
Certificate” using the status monitor.

H Connect the printer via USB, and download the “Certification
Authority Certificate” using the status monitor.

1 Connect the printer via the network (Ethernet), and enable IPSec
(IP Security) on the PC to start IPSec communication.

Memo:

= Consult the network administrator regarding A to D above.

Preshared Key Authentication

A Connect the printer via USB, and download the “Preshared Key
File” using the status monitor.

B Connect the printer via the network (Ethernet), and enable IPSec
(IP Security) on the PC to start IPSec communication.

(D Request for PC1
Cerlificate
< (@ IPSec Communicatian
@ Issuance of \
CertHlcat
(1) Requast for PC2
Certificate
Certlficatl < P (@ IPSec Communicetion
ertlflcatlon =
Authorlty @ Issuance of [czpiglcacer] \
Certificate Printer
® Request for .
< Carlificate ® Export _ £ (D Download
L rinter01.pix] [Printero1.pfx|
Bein S
@ Issuance of ® Export &=== Download
Gortiflcate — T = > e
ESEE | | CA.cer |

Preshared Key File

Cautions:

» Operate IPSec (IP Security) on Windows by following the
instructions of the network administrator for the location where the
printer is installed.

= Manage the “Preshared Key File” according to the instructions of the
network administrator.

1 Start [IP Security Policy Management] under the MMC
(Management Console)

2 Open the [Edit Authentication Method Properties] of the policy for
which the preshared key is to be used

Edit Authentication Method Properties @@

Authentication Method |

By The authentication method specifies how trust is established
5 between the computers.

" Active Directory default (Kerberos V5 protocol)
™ Use a gertificate from this cenification authority (CAL

[ I

& Use this shing [preshared key):
ABC_DEF-GHI

0K I Cancel
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3 Make use of applications such as Windows Notepad to create a
preshared key string, and save it as a file with the extension “.key”

I Preshared.key.txt - Notepad Q@@
File Edit Format View Help
ABC_DEF-GHI

= After saving, this file will be downloaded as the “Preshared Key File”
when setting “Preshared Key Authentication” using the status
monitor.

» ASCII characters that can be used for the preshared key of
the printer are as follows. The maximum length is 255

charactets

2X | 3X | 4x | 5x | 6x | 7X
0 0O |l@]|P p
1 1 |A|Qfla]q
2 2 | B[R |b|T
3 3|1C|S|c|s
4 4 |D|T|d|t
5 S|E|[U|]e [u
6 6 |F [V | |V
7 7 |G [(W|g |w
8| (|8 |H|X |[h|X
91) 19 I {Y [ I [y
Al | |alzlij]lz
B | K k
C L I
D| - M m
E N n
F O| |o

Memo:

= For procedures to set “Preshared Key Authentication” on the printer,
refer to the section of the Status Monitor Settings.

"File settings required for preshared key authentication” (A page 55)
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Printer Certificate File

Cautions:

= Operate IPSec (IP Security) on Windows by following the
instructions of the network administrator for the location where the
printer is installed.

Manage the “Printer Certificate File” according to the instructions of
the network administrator.

There is an expiration date for the “Printer Certificate”. IPSec
communication may fail or may not be encrypted successfully if an
expired certificate is used.

1 Obtain the printer certificate from the certification authority, and
install it on the PC'’s [Certificates (Local Computer)]

= Obtain the printer certificate as an “exportable key”.

2 Start [Certificates (Local Computer)] under the MMC (Management
Console)

3 Open the Personal Store to export the printer certificate

Certificate Export Wizard

Export File Format
Certificabes can be exported in a varisty of file formats,

Select the format you want to use:

PR
[[inchude all certificates in the certification path  possible
End:deshu'\qpmbetﬁm(mlﬁs.o, NT 4.0 5P4 or above)
[[JDelete the private key i the export is successful

[<pock J[ et> ] [ comal ]

= The format is “PKCS#12". Make sure that you specify a password.
The file is saved with the extension “.pfx”.
= After saving, this file will be downloaded as the “Printer Certificate File”
when setting “Certificate Authentication” using the status monitor.
= ASCII characters that can be used for the password of the printer
certificate of the printer are as follows. The maximum length is 255

characters.
2X | 3x | 4x | Bx | 6x [ 7X
0 0O |@]|P p
1 1 |A|Qfla]|q
2 2 | B[R |b|T
3 3|1C|[S|c|s
4 4 |D|T|d|t
5 S|E[U]e [u
6 6 |F [V |T |V
7 7 |G [(W|g |w
8| ([8 |H|[X |[h|X
9O1) 191 |Y [ |y
A | J|Z ||z
B | K k
C L I
D| - M m
E N n
F O| |o




Memo:

= For procedures to set “Certificate Authentication” on the printer, refer
to the section of the Status Monitor Settings.

"File settings required for certificate authentication" (A page 55)

Certification Authority Certificate File

Cautions:

» Operate IPSec (IP Security) on Windows by following the
instructions of the network administrator for the location where the
printer is installed.

= Manage the “Certification Authority Certificate File” according to the
instructions of the network administrator.

= There is an expiration date for the “Certification Authority Certificate”.

IPSec communication may fail or may not be encrypted successfully
if an expired certificate is used.

1 Start [Certificates (Local Computer)] under the MMC (Management
Console)

2 Open the Certification Authorities Store, and export the same
“Certification Authority Certificate” as the printer certificate

Certificate Export Wizard

[Export File Format
Certificates can be exported in a variety of File Formats.

Select the format you want to

(©RER encoded binary .50 (.CER)
(O)Baga-64 wncoded ¥.509 (.CER)
{0 Crvntographic Message Syntax Standard - PKCS #7 Certficates { PTE)

< Back i et > Cancel

= The format is “DER encoded binary X509”. The file is saved with the
extension “.cer”.

= After saving, this file will be downloaded as the “Certification
Authority Certificate File” when setting “Certificate Authentication”
using the status monitor.

Memo:

= For procedures to set “Certificate Authentication” on the printer, refer
to the section of the Status Monitor Settings.

"File settings required for certificate authentication" (A page 55)

Setup
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Printer Driver Settings

O "[Setup] Tab" (A page 26)

O "[Print] Tab" (A page 26)

"[Printing area] Dialog Box" (A page 28)
"[Color] Dialog Box" (A page 29)

"[Look up table] Dialog Box" (A page 29)
"[Dither] Dialog Box" (A page 30)

"[UV ink] Dialog Box" (A page 30)
"[Printer settings] Dialog Box" (A page 33)
O "[Encode] Tab" (A page 33)

O "[Configuration] Tab" (A page 34)
O "[Version] Tab" (A page 34)

Setting Example

"Example of Printer Setting" (A page 35)
"Example of Encode Setting" (A page 41)

[Setup] Tab

& Printing Preferences

Setup | Pent  Encode | Laminate | Configueation | Vession

Setup

Onentation

O Portrait

(&) Landscape

Number of coples: | 1 2| 099

Seftings for tuns over the card
[[] Tumns over the card afer loading

Load

I

1]

QO Orientation
Settings for printing orientation.
= Portrait
Print with the shorter edge of the card on top.
= Landscape
Print with the longer edge of the card on top.

O Number of copies
Number of copies to print. Enter a number up to 999.

O Settings for turns over the card
Settings for the card turn over operation.
Vv Turns over the card after loading
Selecting this checkbox turns over the card after it is loaded.

O [Load...] button
Loads setting information from a specified file.

O [Save..] button
Saves setting information to a specified file.

26

[Print] Tab

& Printing Preferences

=] Print
Print on both sides
Front side
Print moge; | 6. YMCKsUV

Using of Resin K ink

Setup | Pint | Encode | Laminate | Configueation | Version

[ Print the back side first
Back side
¥ Printmode: | 6. YMCKsUY v

Using of Resin K ink

() Exdraction @ Exraction
@ oOnlyted  [Fwith YMC ink @ Onlyted  [F]With YMC ink
Can Oal
O Page split O Page split
Security erase [l Security erase
[¥] Rotate by 180 [l Rotate by 180
[ Enable the prining area
Enable the color adjustment UV ink..

Enable the look-up table

o

O Print
Executes printing.
Checked Executes printing.

Unchecked : Printing is not executed, but encoding can be
performed.

Q Print on both sides

Prints both sides of the card.
Unchecked : Prints one side of the card.
Checked Prints both sides of the card.

QO Print the back side first

Prints the image on the back side first when printing on both sides of
the card.

Unchecked : Starts printing from the image on the front side.
Checked : Starts printing from the image on the back side.

Memo:
The checkbox is enabled during double-sided printing.

O Front side/Back side

Front side : Print settings for the front side of the card.
Back side : Print settings for the back side of the card.

O Print mode

Ink list. Specify the ink to use for printing.

= 1. YMC:
Prints using the YMC ink.

n2. K:
Prints using the Resin K ink.

= 3. YMCK:
Prints using the YMC ink and Resin K ink.

= 4. YMC+UV:
Prints using the YMC ink. Prints data set in the [UV ink] dialog
using the UV ink.

= 5. K+UV:
Prints using the Resin K ink. Prints data set in the [UV ink]
dialog using the UV ink.

= 6. YMCK+UV:
Prints using the YMC ink and Resin K ink. Prints data set in the
[UV ink] dialog using the UV ink.

Cautions:

= Print error occurs if an ink that is not mounted to the printer is
selected.



O Using of Resin K ink
For specifying the component to print using the Resin K ink.
= Extraction
Prints the black color component on each page using the Resin K
ink.
Only text : Prints only the black color text using the Resin K

ink.
All . Prints all black color components using the Resin
K ink.
With YMC : Prints the background of the specified black color
ink component using the YMC ink.

v Page split

Prints all components on a specific page using the Resin K ink.
v Security erase

Enables the Resin K security erase feature.

O Rotate by 180
Prints the page upside down.

Q Enables the printing area
Enables the printing area of the peel-off ink and the area that is not
printed by all (YMCKUV) inks. Set a value in the [Printing area]
dialog.
Unchecked : Prints with the printing area disabled.
Checked : Prints with the preset printing area enabled.
= [Settings...] button
Opens the [Printing area] dialog.
"[Printing area] Dialog Box" (A page 28)
Q Enable the color adjustment
Adjusts the color. Set a value in the [Color] dialog.
Unchecked : Prints with color adjustment disabled.

Checked : Prints with the predetermined color adjustment
settings enabled.

= [Settings...] button
Opens the [Color] dialog.
"[Color] Dialog Box" (A page 29)

O Enable the look-up table

Uses the look-up table. Set a value in the [Look up table] dialog.
Unchecked : Prints with the look-up table disabled.
Checked : Prints with the preset look-up table enabled.
= [Settings...] button
Opens the [Look up table] dialog.
"[Look up table] Dialog Box" (A page 29)

O [Dither...] button

For specifying settings related to dithering.

Set a value in the [Dither] dialog.

"[Dither] Dialog Box" (A page 30)

Memo:

= Selecting [2.K], [3.YMCK], [5.K+UV] or [6.YMCK+UV] in [Print
mode] enables the [Dither...] button.

Setup

Q [UVink...] button

For specifying settings related to UV ink print data.
Set a value in the [UV ink] dialog.

"[UV ink] Dialog Box" (A page 30)

Memo:

= Selecting [4.YMC+UV], [5.K+UV] or [6.YMCK+UV] in [Print mode]
enables the [UV ink...] button.

Q Enable the printer settings
Enables the [Printer settings] dialog settings. Set the item in the
[Printer settings] dialog.
Unchecked : Prints with the printer settings disabled.
Checked : Prints with the printer settings enabled.

Memo:
If the [Printer settings] checkbox in the [Configuration] tab is
selected, the Enable the printer settings checkbox will also be
automatically selected.
"[Configuration] Tab" (A page 34)

= [Settings...] button

Opens the [Printer settings] dialog.
"[Printer settings] Dialog Box" (A page 33)
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[Printing area] Dialog Box

Settings related to the printing area using the peel-off ink or areas not

to be printed using all YMCKUV inks.

Printing area E|E|

Rectangular region

X W W H Ink Side

%000 Jom ¥:[000 Jrm k| 1.Peelor |
W: 000 |mm H[000 |mm Side:[1.Front v
Peeloff ink energy

e:225 5] ez[160 3] Eex[160 3

-

[ ok ][ cance |

X=0 About X=87.5

About Y=56.0 Direction of card
movement

O Rectangular region
Printing area information.
O X
X coordinate that indicates the start of the area. (Unit: mm).
oYy
Y coordinate that indicates the start of the area. (Unit: mm).
ow
Width of the printing area. (Unit: mm).
OH
Height of the printing area. (Unit: mm).
Q Ink
Ink valid for the printing area.

= 1. Peeloff:
Area for printing using the peel-off ink.

n 2. YMCK:
Area not to be printed using all YMCKUV inks.

Q Side
The side of the card for which the printing area is valid.

= 1. Front:
Front side

= 2. Back:
Back side

28

O [Add] button

Registers the input data. You can enter up to 8 input data.
O [Delete] button

Deletes the information selected in the list.

O [Delete All] button

Deletes all registered information.

O Peeloff ink energy

Print density of the peel-off ink.
Do not alter the following values.

=« E1: 225
= E2: 160
= E3:160

O Setting values
The following requirements must be satisfied.

E1 E2 E3

El—/P‘H

E2
E3

.

The following values are recommended when peel-off printing is
performed on the ISO magnetic stripe area of the card.

X |Y W H Ink Side
0|0 87.46 | 17.86 | 1.Peeloff |1.Front
0 |0 |87.46 |21.42 | 2.YMCK 1. Front

Cautions:

= The input value of the textbox may differ from the value of the
“Printing area information” portion by an accidental error in
calculation.

Memo:
= The printing start position displayed on the application software may
not coincide with the X=0, Y=0 position above.
About 1 mm from the edge of the image is not printed on the card.

"The edge of the image is not printed" (A page 58)



[Color] Dialog Box
Settings related to color adjustment.

Color
Brightness: | 0 |
Contrast: 0
Hue  Red:| 0
Green:| 0
Blue:| 0

Gamma Red:| 10 |
Green:| 10 | -
Erlue:___ 1.0 ] 1)

1
J
J
5
J

O Brightness
Brightness level.

O Contrast
Contrast level.
O Hue

Hue level.

O Gamma
Gamma level.

O [Default] button
Restores the settings to the default values.

[Look up table] Dialog Box

Settings related to the look-up table.

Setup

RIx

1

Look up table
Name
_(
Name:
File:
Add
O Name

Registered name of the look-up table file. You can enter a name up to

30 characters.

O File

Look-up table file. Click the [Select] button to select a file.

O [Add] button

Registers the input data. You can enter up to 16 input data.

O [Delete]

Deletes the information selected in the list.

O [Delete All]

Deletes all registered information.

O File structure of the look-up table

= Data format of the file is CSV (Comma Separated Values).
= Delimiter character is comma (ASCII character code: 0x2c) or LF

(Line Feed = ASCII character code: Ox0A).

= There is a total of 1024 fields. This is comprised of four planes,

each containing 256 fields.

= The planes are arranged in the order of yellow, magenta, cyan,

and black colors.

= The value of each field ranges between 0 and 255.
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[Dither] Dialog Box
Settings related to dithering.

Image adjustment
Dark Light

Default

oK | [ cancel |

Cautions:

= This setting is enabled only when the [Print mode] item inside the
[Print] tab is specified as [2.K] or [5.K+UV], and when the [Page split]
is selected for [Using of Resin K ink].

O Image adjustment
Image adjustment value.

= Dark:
Darkens the printed image after dithering.

u0:
Default value.
= Light:
Brightens the printed image after dithering.
O [Default] button
Restores the settings to the default values.
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[UV ink] Dialog Box

Settings related to the data to be printed using the UV ink. Settings for
the [MAC address position] and [Number of panels using the retransfer

film] can be specified in this section.

Front side Back side
(&) Extraction (& Extraction
@rer [l Rioren R REISET [
EiFie CIFile
() Page spit (I Page spiit
No prinbing l:olm-_- ROGDED Ho printing color- ROGOBD C]
MAC address position Upper Right MAC address position: | Upper Right -
Filg Infomation
Hame File * ¥ gig  Hame:
File:
x (000 oy
Y 000 |mm
Side 1. Frant -
¢ »
MNurnbér of panels using
e retranster film Ao i

Cautions:

= This setting is enabled only when the [Print mode] item of the [Print]
tab is specified as [4.YMC+UV], [5.K+UV] or [6.YMCK+UV].

O Front side/Back side

Front side: Settings for the front side of the card.
Back side: Settings for the back side of the card.

O Extraction
Prints the following color component on each page using the UV ink.
"Priority of printing data" (A page 31)
v Text
Prints the text of a specified color using the UV ink with maximum
density.
White and black colors cannot be selected.
v File
Prints the image files registered in the [File information] list using
the UV ink.

O Page split

Prints all components on a specific page using the UV ink with 256
gradation. Page split is divided in the order of YMC ink, Resin K ink
and UV ink.

"Page number for the printed document and page split settings" (A
page 31)

O No printing color

Selected color is not printed using the UV ink.

Memo:

= The background of the UV ink image is specified here. Paint the
background of the image with a specific color such as by using a
graphic software.
Select the background color carefully, as any color in the image
that is the same as the background color will not be printed.

= The color selected here does not influence the colors specified in
[Extraction]-[Text]. Even when the same color is selected, the text
in that color will be printed.

O MAC address position

The network (Ethernet) MAC address of the printer is printed at the
following specified position using the UV ink.
A Upper Right:
Upper right position
B Lower Left:
Lower left position
"MAC Address Position" (A page 31)



O File information
Settings related to the image file to be printed using the UV ink.
Memo:

= This setting is enabled when [Extraction]-[File] for the front side
or back side is specified.

O Name

Registered name of the image file. You can enter a name up to 30
characters.

O File

Image file. Click the [Select] button to select a file.
"Windows Bitmap File Format" (A page 32)

QX

X coordinate where printing of the image file starts. (Unit: mm).
When [Orientation] inside the [Setup] tab is set to [Landscape], the

value is 0.00 to 87.4. When [Portrait] is set, the value is 0.00 to 55.9.

Data outside the printing area is not printed.

QY

Y coordinate where printing of the image file starts. (Unit: mm).
When [Orientation] inside the [Setup] tab is set to [Landscape], the

value is 0.00 to 55.9. When [Portrait] is set, the value is 0.00 to 87.4.

Data outside the printing area is not printed.

O Side
The side of the card for which the printing area is valid.

= 1. Front:
Front side

= 2. Back:
Back side

QO [Add] button
Registers the input data. You can enter up to 8 input data.

O [Delete] button
Deletes the information selected in the list.

O [Delete All] button
Deletes all registered information.

O Number of panels using the retransfer film
Number of retransfer film panels to be used.

= Auto:
Automatically prints one panel of the retransfer film when the data
of other ink types does not overlap with the UV ink printing
position.

= 1 panel:
Always prints one panel of the retransfer film. When the data of
other ink types overlaps with the UV ink printing position, the data
of the ink types will be adjusted.

= 2 panels:
Always prints two panels of the retransfer film.

"Number of retransfer film panels during printing" (A page 32)

Priority of printing data

= An extracted text has a higher priority than an image file, and is
always printed on the top.

= The image files are processed in the order of registration. When

there is overlap in the printing areas, the older data will be
overwritten by the data of the image file that is registered later.

Setup

Page Number for the Printed Document and Page Split
Settings

[ ] [ ]

= When [Page split] is not set, UV ink data is extracted from the YMC
ink data, or the UV ink image file is used.

MAC Address Position
= In the case of UV ink printing, the printer always prints the MAC
address.

= The printing position of the MAC address can be set separately for
the front and back sides using the printer driver. The two positions
below can be selected.

O [Landscape] Orientation

1234-5678-90AB\

A MAC address printing position when [Upper Right] is selected
B MAC address printing position when [Lower Left] is selected

C (X=0, Y=0)
D (X = approx. 87.5 mm, Y = approx. 56.0 mm), (X = 1035 pixel,
Y = 663 pixel)
MAC Starting Starting Width Height
Address X Y
Printing
Position
AUpper 64.69 mm 1.52 mm 19.47 2.88
Right mm mm
764 pixel 18 pixel 230 34 pixel
pixel
BLower 3.56 mm 51.73 mm 19.47 2.88
Left mm mm
42 pixel 611 pixel 230 34 pixel
pixel
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O [Portrait] Orientation O 256 colors

= Bit(s): 8

Prints using the UV ink with 256 gradation in accordance with the
color palette.

O 32768 colors
= Bit(s): 15
Prints using the UV ink with 256 gradation.

Only the “(MSB) GGGBBBBB-XRRRRRGG(LSB)” format is
supported.

)
<
o
2
)
R
©
v
<
)
N
o

O 24 bits
= Bit(s): 24
Prints using the UV ink with 256 gradation.

av06-8295-V€CT

O 32 bits
= Bit(s): 32
Prints using the UV ink with 256 gradation.

A MAC address printing position when [Upper Right] is selected

B MAC address printing position when [Lower Left] is selected . . —
P 9P [ ] Number of retransfer film panels during printing

C (X=0, Y=0)
MAC Starting Starting Width Height Printing | [Number of panels using the retransfer
Address X Y Data film] Setting
Printing
Position 1 Panel Auto 2 Panels
AUpper 51.82mm | 64.69 mm 2.88 19.47 Printing None Printin 1 panels Print in 2
Right mm mm data that panels
overlaps o o
612 pixel | 764 pixel | 34 pixel |230 with the uv | YMC Printin 1 Printin 2 panels
pixel ink data Ink panels )
outside the * The YMC ink
BLower 1.61 mm 3.56 mm 2.88 19.47 MAC is not printed
Left mm mm address at areas
. . . rintin where it
19 pixel 42 pixel 34 pixel 230 grea 9 overlaps with
pixel the UV ink.
= The above printing position setting for the MAC address is always K Printin 1 Print in 2 panels
effective regardless of the printer unit settings. Ink panels
The above measurements show the relative position from the * The UV ink
starting point of the image. As such, the actual printing position on is not printed
the card may be slightly different from the abovementioned at areas
measurements. where it
Memo: overlaps with
The printing start position displayed on the application software may the Kiink.
not coincide with the X=0, Y=0 position above. Printing None Printin 1 panels Print in 2
About 1 mm from the edge of the image is not printed on the card. data inside panels
"The edge of the image is not printed" (A page 59) the MAC e e
address YMC Printin 1 Print in 2 panels
) . . area Ink panels
Windows Bitmap File Format < * Does not i 2 |
The following Windows bitmap file formats (*.BMP) are supported. Ink print using the | Printin 2 panels
n YMCK ink.
o .
Monochrome/BIack & white uv Prints the MAC address only
= Bit(s): 1 Ink
Normally, white color is printed using the UV ink with maximum
density.

The target printing data is compared in units of pixels to determine
whether there is any overlap.
Priority is given to the “Print in 2 panels” setting.

When white color is selected in [No printing color], black color is
printed using the UV ink with maximum density.

O 2 colors

= Bit(s): 1

Prints using the UV ink with 256 gradation in accordance with the
color palette.

If any of the colors in the color palette is specified in [No printing
color], other colors that are not specified are printed using the UV ink
with maximum density.

O 16 colors

= Bit(s): 4

Prints using the UV ink with 256 gradation in accordance with the
color palette.
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[Printer settings] Dialog Box

Settings related to the printer.

Select the checkbox for the setting item to enable, followed by
specifying a value. Doing so prints the data using the set values.

When the setting is not enabled, data is printed using the preset values
of the printer unit.

Printer settings E El

[Z1YMC ink print level o | ugm } Dark
[#] Resin K ink print level o Light ] Dark
UV ink print level | 0 Light ) Dark
[“1Peel off ink print level 0 Light 1} Dark

[“IResin Kink printmode (@ Standard O Fine

[“1MG peal mode (®) Standard ) MG Stripe
Standby mode @ Fromwait O Backwait
Back side cooling () Enable () Disable
Retransfer
Front side Back side
+2 Speed -3 +2 Speed .3
2 000000 f 2 o
| | (.
T | | L J T U J
I | J LU
-2 dd [ -2 DO0OO0
W speed UV speed ]
Bend remedy DEastL
+2 Speed .2 Setting a value loward the top right end

increases the transfer force, however heat
deformation of the card will also be greater.

Bend remedy:

Seftting a value toward the top right end
increases the bend remedy force, however
impact of heat on the card will also be greater.

0 JOOCOC @ Disable
| o

Temperature —-—1'—- ~:——:
]
-5 DOUOg

QO YMC ink print level

Print density of the YMC ink.

Use the [+] values to increase, and [-] values to decrease the density.
O Resin K ink print level

Print density of the Resin K ink.

Use the [+] values to increase, and [-] values to decrease the density.
O UVink print level

Print density of the UV ink.

Use the [+] values to increase, and [-] values to decrease the density.
O Peel off ink print level

Print density of the peel-off ink.

Use the [+] values to increase, and [-] values to decrease the density.
O Resin K ink print mode

Print quality of the Resin K ink.
Selecting [Fine] enhances the printing quality, but slows down the
printing speed.

O MG peel mode

When a magnetic encoder unit is installed, selecting [MG Stripe]
optimizes the peeling operation of retransfer films for magnetic stripe
cards.

O Sstandby mode

Specify a position when a laminator is connected.

This is used for setting the standby position of the card during double-
sided printing until the laminator is ready. [Front wait] is selected by
default.

QO Back side cooling

This setting is only valid during double-sided printing.
Setting this item may help to reduce card bend during double-sided
printing. However, the printing time may also be affected.

Setup

O Retransfer

Settings related to retransfer. Click on the corresponding square to
change the value.
Setting a value toward the top right end increases the transfer force.
However, the stronger heat also increases the deformation of the card.
= Temperature
Temperature of the retransfer heating roller.
= Speed
Retransfer speed.
= UV speed
Setting for printing the retransfer film in two panels when UV ink is
used.
It is used to set the speed of the retransfer heating roller during
retransfer of the UV ink.
This setting helps to increase the retransfer speed without affecting
the quality of the UV print.

O Bend remedy

Settings related to bend remedy.

Click on the corresponding square to change the value.

Setting a value toward the top right end increases the bend remedy
force. However, the stronger heat may have a greater impact on the
card.

To disable bend remedy, select the [Disable] button.

= Temperature

Temperature of the bend remedy heating roller.
= Speed

Bend remedy speed.

Cautions:

» The optimal retransfer and bend remedy settings vary according to
the card type as well as environment in which the printer is used.
Adjust the setting according to the actual environment.

If the retransfer or bend remedy settings are different from the preset
temperature of the printer, it may take a while before printing starts.

There is only one standard retransfer temperature. Altering the
retransfer temperature on one side changes the temperature on the
other side.

Bend remedy is effective when printing on only one side. Setting
bend remedy to a high temperature during double-sided printing may
cause the card to deform significantly.

As such, select the [Disable] button during double-sided printing.

= When bend remedy is disabled using the [Disable] button, the speed
is automatically set to the maximum value of [+2].

The stronger the bend remedy force, the less glossy the surface of
the remedy side will be.

[Encode] Tab

& Printing Preferences

Setup | Pent | Encode | Laminate | Configueation | Version

Encode
Ic
Mon-contact IC encode
Contact IC encode
[#] Tums over the card afler IC encoding

Magnetic
Magnetic encode
Tums overthe card after MG encoding

Write Retry. | Defaull -
Coercivity: | Detautt ~
[#] Starts from magnetic encoding

[#] Prints after encoding
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IC

Q Non-contact IC encode
Allows writing of data to a non-contact IC.

O Contact IC encode
Allows writing of data to a contact IC.

O Turns over the card after IC encoding
Turns over the card after writing data to the non-contact/contact
IC.

Magnetic

O Magnetic encode
Allows writing of data to the magnetic stripe.

O Turns over the card after MG encoding
Turns over the card after writing data to the magnetic stripe.

O Write Retry

For setting the maximum number of retries when writing to or
reading of the magnetic stripe fails.

When the [Default] is selected, the retry counter uses the preset
value of the printer.

O Coercivity

Coercivity of the magnetic stripe card.

When the [Default] is selected, the coercivity uses the preset value
of the printer.

Starts from magnetic encoding
Unchecked : Encodes in the ICNMagnetic sequence.
Checked
Prints after encoding
Unchecked : Starts printing while encoding is in progress.
Checked

Encodes in the MagneticNIC sequence.

Starts printing after encoding is complete.

[Configuration] Tab

Setup | Pt | Encods | Laminate || Configuiation | Verson

Configuration
Optional configuration
Tum over unit
Bend remedy unit

[ Non-contact IC encoder

[#]180 Contact IC encoder
118 Contact IC encoder

180 Magnetic encoder
[]J18 Magnetic encoder

[[] Laminataor

Enable the settings
[ Printer setiings

Memo:

» These settings can be altered only when the user logs into the
printer driver settings page with administrator authority
(Administrators group).

This tab is displayed in the read-only mode when a user without
administrator authority logs in.
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Optional configuration
For specifying whether the options are installed.

O Turn over unit
Bend remedy unit
Non-contact IC encoder

ISO Contact IC encoder

ISO Magnetic encoder

o

o

o

Q JIS Contact IC encoder
o

O JIS Magnetic encoder
o

Laminator

Enable the settings
Permits or forbids the [Enable the printer settings] functions in the
[Print] tab.
Q Printer settings

Unchecked : Forbids the [Enable the printer settings] functions in
the [Print] tab.

Permits the [Enable the printer settings] functions in
the [Print] tab.

"Enable the printer settings" (A page 27)

Checked

Cautions:

= When a user logs in with administrator authority (Administrators
group), the [Configuration] settings can be specified.
If a user logs in without administrator authority, the [Configuration]
settings appear in the read-only mode, and they cannot be specified.

[Version] Tab

Displays the version and copyright information.
& XID8300 U1 Printing Preferences

HIDB300 Card Printer Driver
Version 7.02

Copyright 2009-2010 Victor Company of Japan, Limited




Example of Printer Setting

Single-sided Printing (Landscape)

& Printing Preferences
| Setm [Pt | Encods | Laminste | Conliguation | Version|

Setup
Orientation f—\
S OPorrait | ® Landscape |
@ Landscape

Number of coples: | 1 > | (1-999)

Settings for tums over the card
[[J Tumns over the card after loading

& Printing Preferences
Setup | Pl | Encods | Laminate | Configuration | Version)|

Setup

= Print
(IZ Print

)

[JPrint on both sides

Front side
Print mode: | 3. YMCK b
(® Extraction

Using of Resin K ink

@ Extraction
(&) Only text [#]with YMC ink

Print mode: 3.YMCK

® Only text [&] With YMC ink

CaAl
) Page split
[ Security erase
[ Rotate by 180
[Enable the printing area
[C]Enable the color adjustment

[CIEnable the look-up table

O Printer

O Application software
= Graphic: colored
= Text: black

= Graphic: YMC ink
= Text: YMC ink + Resin K ink

Eject

[aﬁedL

<4— Pt |(G—

Load

N—

Front slde
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Single-sided Printing (Po

& Printing Preferences

rtrait)

| Setm [Pt | Encods | Laminste | Conliguation |

Yertion

Seftings for tuns over the card
[ Turns over the card after loading

Setup
Orientation
7 @ Portrait Portrai
rait
e
Number of coples: | 2| (009

O Application software
= Graphic: colored
= Text: black

36

& Printing Preferences

Setwp | Pt |

= Print
[JPrint on both sides
Front side

Print mode: | 3. YMCK

Using of Resin K ink
(® Extraction
CaAl
O Page split
[ Security erase
[ Rotate by 180
[ClEnable the printing area
[C]Enable the color adjustment

[CJEnable the look-up table

@Onlytet  []With YMC ink

(o )

»

Print mode: 3.YMCK
(® Extraction
(@ Only text

O Printer

= Graphic: YMC ink
= Text: Resin K ink

Eject

1page

Front sldo

Load

Print

N—

Front slde



Double-sided Printing (Default)

& Printing Preferences

| et [Pt | Encode | Laminale | Configuation | Version|

Setup
Orientation
s OPortrait ® Landscape
© Landscape -
Number of coples: | 1 > | (1-999)

Settings for tums over the card
[[J Tumns over the card after loading

O Application software
= Graphic: colored
= Text: black

1page

. Zpage

Setup

& Printing Preferences

| Setwp | Pl | Encode )
Print
[ Print Print on both sides
[&Printenb —fint the back side first
Front side Back side —
Printmode: | 3. YMCK v Print mode; | 3. YMCK v

Using of Resin K ink Using of Resin i ink

(&) Extraction (=) Exfraction
@ Only text [#]with YMC ink @ Only text [=]with YMC ink
QA (ol

Print mode: 3.YMCK
(® Extraction
® Only text With YMC ink

Print mode: 3.YMCK
(® Extraction
@® Only text With YMC ink ||

[C]Enable the color adjustment

[CIEnable the look-up table

O Printer
= Graphic: YMC ink
» Text: YMC ink + Resin K ink
Eject Load
g ™ Y R
0]
ja)]
0]
o
ol
<4 Pint |[€=
—
-
@ | :
©
)
L . A \. y,
Back side Front side Front slde
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Double-sided Printing (Single-side Lamination)

& Printing Preferences

Set® |Punt | Encode | Lamnate | Configuration | Version|

Setup
Orientation
O Portrait @® Landscape
® Landscape
Number of coples: | 1 > | (1-999)

Seftings for tuns over the card
[ Turns over the card after loading

O Application software
Page 1
= Graphic: colored
= Text: colored
Page 2
= Graphic: black
= Text: black

1page

2page
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& Printing Prefere,

[¥] Print

| Setup | Pt | Ency
Print on both sides [] Print the back side first

= Print
[#] Print on both sides [l Print the back side first
Front side Back side
Printmode: | 1-YMC v Print mode: | 2. K b
[ Print mode: 1.YMC j ( Print mode: 2. K ]

[ Security erase

[ Rotate by 180 [CRotate by 180
[C1Enable the printing area
[C]Enable the color adjustment
[l Enable the look-up table
O Printer
Front side
= Graphic: YMC ink
» Text: YMC ink
Back side
= Graphic: Resin K ink
= Text: Resin K ink
Eject Load
-~ ¥ ™~ )
@
o
@
O
]
<4 Pint [€
o
@D
ra]
[
L AN A \. /
Frant slda Back side Back side
Memo:

= If page 2 is set as colored, printing is performed using the Resin K
ink after dithering is complete.
"[Dither] Dialog Box" (A page 30)



Single-sided UV Printing

& Printing Preferences

| Setup | Pt | Encode | Laminate | Configuation | Version|

Print

= Print
[JPrint on both sides
Front side .
Print mode: | B YMCKeUV - Print mode: 6. YMCK+UV
Using of Resin K ink (® Extraction
@ Extraction ) .
©onvisi  FIVARYNCIOK (® Only text [#] With YMC ink
QA -
) Page split
[ Security erase
[ Rotate by 180
[Enable the printing area
[C]Enable the color adjustment
[CJEnable the look-up table t

O Application software
= Graphic: colored
= Text: black

Clicking [UV Ink...] opens the [UV Ink] dialog box.

UY ink

Setup

RIX

Front side
=) Exraction

[ Tent -

CIFile

(® Extraction
File

C Page spiit

MAC Address Position: | Upper Right [N/}

Na priniti '1-..:. i TT=J -_—

MAC address position:  Upper Right -

MAL address position: [ Upper Right -

File infomation

Nama File X ¥

C

<

Mumber of panels using

the retransfer filn: i i

) Coma )

O Printer

= Graphic: YMC ink

= Text: YMC ink + Resin K ink
= UV1.bmp: UV ink

» MAC address: UV ink

Load

N—

Front slde
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Page Split

& Printing Preferences

| et [Pt | Encode | Laminale | Configuation | Version|

Setup
Orientation
S OPorrait ® Landscape
© Landscape

Number of coples: | 1 > | (1-999)

Settings for tums over the card
[[J Tumns over the card after loading

& Printing Preferences

| Setup | Pt | Encode | Laminate | Configuation | Version|

=] Print
[ Print on both sides ( E Print J
Front side |
- | 3.YMCK B

N * Print mode: 3.YMCK

Using of Resin K ink .
© Extraction (® Page split
(%) Page split

[ Security erase
[ Rotate by 180
[Enable the printing area
[C]Enable the color adjustment

[CIEnable the look-up table

O Application software

Page 1
= Graphic: colored
= Text: colored

Page 2
= Graphic: black
= Text: black

1page

2page
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O Printer
= Graphic: YMC ink + Resin K ink
= Text: YMC ink + Resin K ink

Load

Hed
)

Print  |[=—

abedz
abed|

N—

Front side Front slde



Example of Encode Setting

Encoding Only (ISO Card)

& Printing Preferences

| Setup | Pt | Encode | Laminate | Configuation | Version|

Using of Resin K ink

Baik sige

Using of Resin K ink

Setup

& Printing Preferences

Encode

I
Non-contact IC encode
Contact IC encode

Non-contact IC encode
Contact IC encode

[CITumns over the card after IC encoding

Magnetic
[¥] Magnetic encode (@ Magnetic encode
[C] Tumns over the card after MG 2
Write Retry: | Default b
Cogrchvity. :'Dalaull' b

[[]stants from magnetic encoding
[ Prints afler encoding

O Application software
= Graphic: colored
= Text: black

O Printer

= Graphic: none
= Text: none

O Inline Encoding
= Non-contact IC encode data: NIC
= Contact IC encode data: IC
= ISO track 1 magnetic encode data: ISO

Eject

Front side

Front side
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Encoding and Printing (ISO Card)

& Printing Preferences

| Setup | Pt | Encode | Laminate | Configuation | Version|

[ Print
[JPrint on both sides
Front side
Print mode: | 3. YMCK »
Using of Resin K ink
& Exraction

@ Only text
CaAl

) Page split

[Z]with YMC ink

[ Security erase
[ Rotate by 180
[Enable the printing area
[C]Enable the color adjustment

[CJEnable the look-up table

[ Print )

Print mode: 3.YMCK
(® Extraction
@ Only text [7] With YMC ink

O Application software
= Graphic: colored
= Text: black
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& Printing Preferences

| Setup | Pint | Encode | Laminste | Conliguralion | Version|

Encode
i
Non-confact IC encode
[ Contact IC encode
[ Tums over the card after IC encoding

Magnetic
[#] Magnetic encode
[ Tums over the card after MG encoding

Write Retry: | Default J

Coercivity: | Default i

[[]Starts from magnetic encoding
[ Prints afler encoding

( Non-contact IC encode j

( Magnetic encode )

O Printer

= Graphic: YMC ink
= Text: YMC ink + Resin K ink
QO Inline Encoding

= Non-contact IC encode data: NIC
= ISO track 1 magnetic encode data: ISO

Eject

N t

|
|
qd

Front side

|

3

t
e
[-2e
B
L
|

3

I

Front side




Encoding and Printing (JIS Card)

& Printing Preferences

| Setup | Pt | Encode | Laminate | Configuation | Version|

= Print
[JPrint on both sides

[!Pm; ).

Front side
Print mode: | 3. YMCK »
Using of Resin K ink
@ Extraction
@ Only text
Ca

) Page split

[Z]with YMC ink

[ Security erase
[ Rotate by 180
[Enable the printing area
[C]Enable the color adjustment

[CJEnable the look-up table

Print mode: 3.YMCK
(® Extraction
@ Only text [7] With YMC ink

O Application software
= Graphic: colored
= Text: black

Setup

& Printing Preferences

| Setup | Pint | Encode | Laminste | Conliguralion | Version|

Encode
i
Non-confact IC encode
[ Contact IC encode
[ Tums over the card after IC encoding

Magnetic
[#] Magnetic encode
[ Tums over the card after MG encoding

Write Retry: | Default J

[[]Starts from magnetic encoding
[ Prints afler encoding

Coercivity: | Default i

( Non-contact IC encode j

( Magnetic encode )

O Printer

= Graphic: YMC ink
= Text: YMC ink + Resin K ink

QO Inline Encoding
= Non-contact IC encode data: NIC
= JIS2 magnetic encode data: JIS

Eject

Load

tic d |4—

|
I

v

‘ N t
‘ Mt
‘—i F

Front side

Front side
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Card Turn Over lllustration

& Printing Preferences

Sehp |Pint | Encode  Laminate | Configuration | Version

Selup

Orientation

O Portrait

® Landscape

Number of coples; |1 = (1-999)

Seftings for tuns over the card
[#] Tumns over the card after loading

& Printing Preferences

Setup  Pent | Encode | Lamnate | Configuration | Version

Encode
[
Non-confact IC encode
Contact IC encode
[#] Tums over the card after IC encoding

Magnetic
Magnetic encode
[#] Tums over the card after MG encoding

Wirite Retry: | Default e

Coercivity. | Default w

[ starts from magnetic encoding
[C1Prints after encoding
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( Turns over the card after loading

¢ —1—
S ————

Turns over the card after

IC encoding)

Turns over the card after

MG encodinga

. . Magnetic I Contact IC | [Non-contact|C
Eject Print I encode encode encode I LEEL
llealaailae
14] [13)
§e) ©
7 w
— - .1.0.
o @ - 2 92} 2}
& 7 2 & ) &
® I [ R g g
L N/ . AN . ___
N
o o 0 o
3 g S 8
N N n N
. ¢ . Double-sided
— S
N Logical configuration of printer /




Port Monitor Settings
= "[Property] Tab" (A page 45)
= "[Version] Tab" (A page 45)

[Property] Tab
O USB connection

XIDB300U Port X
Propetty | ersion|
Forthame: | XID8300UT |
Printer List: |}{ID8300 U1 v|
[ ] ] [ Cancel ] Apply
O Port Name

Name of the port. You can enter a name up to 24 characters.

O Printer List

List of connected printers. The selected printer is used for printing
the card.

Cautions:
The setting is incorrect if the following message appears.

= No Device:
Printer is not found.

= No selection:
Last used printer is not found. A different printer is currently
connected.

O Ethernet (LAN) connection

XIDB300N Port X]

Property | ersion|

Forthame: | %IDB300 M1 |

Frinter List: |F'rinter01 [192.168.0.1] v|

orw O

Ok ][ Cancel ][ Apply

QO Port Name
Name of the port. You can enter a name up to 24 characters.

O Printer List

List of connected printers. The selected printer is used for printing

the card.

Q IPv4

When connecting using the IPv4 address, select [IPv4], followed by

clicking [Find...] to search for the printer.
After clicking [IPv4], you can search for the printer by directly
entering the IPv4 address in the [Printer List].

Q IPv6

When connecting using the IPv6 address, select [IPv6], followed by

clicking [Find...] to search for the printer.
After clicking [IPv6], you can search for the printer by directly
entering the IPv6 address in the [Printer List].

Setup

O [Find...] button
Search for the printer after selecting [IPv4] or [IPv6]. The search
results are displayed in the [Printer List].

Cautions:

The setting is incorrect if the following message appears.

= No Device:
Printer is not found.

= No selection:
Last used printer is not found. A different printer is currently
connected.

[Version] Tab
Displa_ys the version and copyright information.
XIDB300U Port X

| F'roperty| ‘Wersion |

®IDE300 Card Printer Port Manitor

Yersion: 7.01

Copyright 2009-2010 Victor Company of Japan, Limited

ak. l [ Cancel Apply
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Status Monitor Settings

O What is status monitor?

The status monitor is software for displaying the printer status as
well as specifying various printer settings.

Cautions:

= The printer driver needs to be installed on the computer. You can
install the printer driver using the CD-ROM supplied with the
printer.

= Use the status monitor with the power of the printer turned on.

O "Executing the status monitor" (A page 46)

O "Screen Configuration” (A page 47)
= "[Printer Status] Tab" (A page 47) =
"[Printer Setting] Tab" (A page 49) =
"[Retransfer] Tab" (A page 50)

= "[Bend Remedy] Tab" (A page 51) =
"[Media Setting] Tab" (A page 51) =
"[Property] Tab" (A page 52)

= "[Printer Select] Tab" (A page 53) =
"[Security Lock] Tab" (A page 56) =
"[Others] Tab" (A page 56)

Executing the status monitor

You can run the status monitor using the following methods.

= Run using the shortcut on the Desktop display (if the icon is
created during installation).

= Run from the Start menu (if a shortcut icon is created during
installation).

= Run directly from the installed folder of the program.

Cautions:
= When a user logs in with administrator authority (Administrators
group), the printer settings can be specified on the status monitor.
If a user logs in without administrator authority, the printer settings
appear in the read-only mode, and they cannot be specified on the
status monitor.

XID8300 Status Monitor -

There is no authority to update printer setting information. Is it all right

@ although it is only displayed?
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O Windows XP

Cautions:
= If a [Windows Security Alert] screen appears upon starting up the
status monitor, click [Unblock].
The status monitor will fail to function properly if you click on
buttons other than [Unblock].
%= Windows Security Alert El

w5

To help protect your computer, Windows Firewall has blocked
some features of this program.

Do you want to keep blocking this program?
i Mame:  XIDB30D Status Monitor
Publisher: Digital | dentification Solutions Group

[ Keep Blocking J[ Unblack. ][ Ak Me Later

‘windows Firewall has blacked this program from accepting connections fram the
Intemnet or a network. If you recagnize the program or trust the publizher, pou can
unblock it. When should | unblock & program?

O Windows Vista
Selecting [Run as administrator...] enables you to run the status
monitor as a user with administrator authority. Double-clicking the
icon of the status monitor or selecting [Open] runs the status monitor
as a user without administrator authority.

% Uninstall Online Manual
@ XIDE300 Online Manual

Open
Open file location

Run as administrator

Add to archive...

Add to "XID83005tatusMenitor.rar”

Compress and email..

il i i =

Memo:

= Even if a user is logged on with the administrator account on
Windows Vista, the user may be regarded as one without
administrator authority when running the status monitor.

Cautions:

= If a [Windows Security Alert] screen appears upon starting up the
status monitor, click [Unblock].
The status monitor will fail to function properly if you click [Keep
blocking].

Wirndirs Frwal s blocheed somme Features of KIDE200 Status Morvior o of uioh ard prvsts.

nesiarks,
' I tame: D00 Slans Morstee
Pibicher: Dl ldenirieaten Sokssen Gro
2ath

C:rogram s VAa B 08 tatis moniter
6] B Mk burrritr xe] W

Adom

Freate Retwsr, Ut B Y hame o werk renearic

h avet zmMiee sheps
Dacauuns theas retuorks ftir have Itte o 26 sacunity]

ol e e ik sl o ppcranm v a el




Screen Configuration

Froperty Laminator Printer Select Security Lock Others
Printer Status T Printer Sefiing ] Retransfer T Bend Remedy 'f Media Seffing 2]
Printer Status

.
© Printer
Ready
Media Status Ink
Card Quantity = Number of Ink Sets
[ Enough l o -G n 1000
Ink Quantity Filrm Print Counter
o 50 100
1 [ 5 % | Standard(1000) 207 Clear |
Film Quantity : > )
0 50 100 Printer Selection
EEE e % |usBmint j Update
Document Information
Owmer Document

A Close button
Closes the status monitor.

B Screen selection tabs

Use these to switch to the following screens.
= Printer Status
Displays the printer’s status.
= Printer Setting
For displaying and specifying the printer’s print settings.
For displaying and specifying the printer’s device settings.
= Retransfer

For displaying and specifying the conditions during retransfer to the
card.

= Bend Remedy

For displaying and specifying the conditions during bend remedy of
the card.

» Media Setting

Displays the status of the ink ribbon.
For setting the card and retransfer film.

= Property

Displays the device configuration.
Displays the firmware version.
Displays the counter value.

= Printer Select

For selecting a printer.
For displaying and setting the network connection status.

= Security Lock
For displaying and setting the security lock status.
= Others
For performing test prints.
For downloading the firmware.
C Minimize button

Minimizes the status monitor to an icon. The icon is displayed in the
taskbar.

Setup

[Printer Status] Tab

Displays the printer’s status. Information on the screen is automatically
updated at regular intervals.

"B XIDB300 Status Monitor
Property |  Laminator | PrnterSelect | SecurtyLock | Others
P'N"QHIHT Printar Satting T Reetransfer T Bend Remedy T Meddia Setting
© Printer
Printer
Ready
Status
Printer
Icon
Media Status Ink:
Card Quantity Nurmber of ink Sets
I Enough ) K 1000
Ik Quantity Film Print Counter
] 50 100
[ % Standard{ 1000} 207 Clear
Filmny Quandity
0 50 100 Printer Selecton
0 (60 % [uspnnt v]  Update
Document Information
Crwmer Document
[ =[] Ei
Minimize

QO Printer Status
= Ready mode. The printer is ready to start printing.

Printer Status
© Printer
]
)

» Cleaning of the card feed roller and heating roller is required.
Printer Status

© Printer
| = Ready

"Card Feed Roller/Heating Roller" (A XID 8300 Instruction Manual
page 34)
= The printer is busy.

Printer Status
A Printer

Offline Mode

&=
I-

» Failure has occurred. The error code and description of the failure
are displayed. In the example below, “0102D000" is the error code.
Printer Status
X Printer
Printer Error{0102D000) :

Mo Card. (Cards have run out.) Replenish the
cards.

=

For more details, refer to "List of Error Codes" (A XID 8300 Instruction
Manual page 58) .
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O Printer icons

The icon on the left is displayed when the printer is functioning
normally. After printing more than 1000 cards since the last cleaning,
it changes to the icon display shown on the right.

When the right icon appears, perform procedures in "Card Feed
Roller/Heating Roller" (A XID 8300 Instruction Manual page 34)
under “Maintenance”.

[Under Normal Circumstances)

O List of Statu

Status Display
Message

Printer is not
found.

Ready
Initializing

Offline Mode

Preheating

Heating

Card Loading

Card
Transporting

No-Contact IC
Encoding

Contact IC
Encoding

MG Encoding
Printing

Retransfer

Power Saving
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Cleaning

[When Roller Cleaning is Required]

s Display Messages
Description

The power of the printer is not turned on, or the
computer is not properly connected to the printer.

The printer is in the ready mode. The printer is
ready to start printing cards.

Printer initializing. The printer switches to the
Ready mode after initialization is complete.

The printer is in the setting mode, or roller
cleaning is in progress. When this is complete, the
printer switches to the Ready mode.

Preheating of the heating roller is in progress. The
printer switches to the Ready mode upon
reaching an appropriate temperature.

Adjusting the heating roller to the preset
temperature.

The printer is printing cards. Indicates the
operating status when the printer is printing cards.

After card printing is complete, the printer returns
to the Ready mode.

The printer is in the Power Saving mode, which
helps to reduce power consumption. To exit the
Power Saving mode, reset using the operation
panel of the printer.

For more details, refer to" Initialization" (A XID
8300 Instruction Manual page 16) under
"Adjusting the Printer Settings".

O Media Status
Displays the remaining space on the media.

Q Card Quantity
Displays the remaining card quantity as [Enough] or [None].
Memo:

= If [None] is displayed, replenish the cards accordingly.
For more detalils, refer to "Cards have run out" (A XID 8300
Instruction Manual page 31) under "Adjusting the Printer Settings".

O Ink Quantity

Displays the remaining ink ribbon quantity in percentage in 50
different levels.

Cautions:

= The remaining quantity is an estimated value. Differences may
occur depending on the usage as well as media type.

O Film Quantity

Displays the remaining retransfer film quantity in percentage in 10
different levels.

Cautions:
= The remaining quantity is an estimated value. Differences may
occur depending on the usage as well as media type.

Q Ink

Displays the information on the loaded ink ribbon. The print counter
appears blank if the ink ribbon is not correctly recognized.

You may not be able to control the ink ribbon properly in this case.
Check to ensure that the ink ribbon is properly installed.

For more details, refer to "Installing the Ink Ribbon" (A XID 8300
Instruction Manual page 52) under "Printing Media".

O Film
Displays the type of retransfer film loaded.

O Print Counter

Displays the total number of cards that are correctly printed. Press the
[Clear] button to reset the print counter to 0.

Q Printer Selection

You can switch to the relevant printer when mutiple printers are

connected to a single computer.

If the printer is not found or if you want to change the search criteria,

refer to "Searching a printer" (A XID Instruction Manual page 53) in

the “[Printer Select] Tab".

Memo:

= Pressing the [Update] button searches for a connected printer and
updates the printer in the list box.

= Selecting a printer from the pull-down menu switches the display to
the current status of the selected printer.

O Document Information

When printing from the printer driver, the name of the owner and
document are displayed.



[Printer Setting] Tab

For specifying the printer settings.
Make sure that you take down the set values before making any
changes.

"B XIDB300 Status Monitor ]

Property T Laminator T Printer Select i Security Lock Y Others
Printer Status T;JrimarSetting;T Retransfer T EenuRemeuyT Media Setting

Ptinter Setting

YMC Ink Print Level Resin K Ink Print Mode
Light Il v|Dark [0 * Btandard  Fine
Resin K Ink Print Level MG Peel Mode
Light 4| IC) »|Dark [0 f+ Standard MG Stripe
W Ink Print Level Standby Mode
Light [ [ v|pak [ 2 O FrontWait & BackiWait

Peel Off Ink Print Leve| Back Side Cooling

Light < | v | Dark 3 " Enable & Disable
MG Unit Others

Murnber of Retry Buzer

oaf | 3 1 * Enable " Disahle
IS0 Mode Display Contrast
" Lo-Co # Hi-Co 34 | Ak 0
Display Mode
o i " Counter & Larninator Status

Display Counter

Total Counter -

Power Control
Power Saving Interval

off -
HR Contral
" Enahle @ Disable

Update Refresh
Minirmize

QO Printer Setting

O YMC Ink Print Level
For setting the print density of the YMC ink.

Q Resin K Ink Print Level
For setting the print density of the Resin K ink.

O UV Ink Print Level
For setting the print density of the UV ink.

Q Peel Off Ink Print Level
For setting the print density of the peel-off ink.

O Resin K Ink Print Mode

For setting the print quality of the Resin K ink.
Selecting [Fine] enhances the printing quality, but slows down the
printing speed.

O MG Peel Mode

When a magnetic encoder unit is installed, selecting [MG Stripe]
optimizes the peeling operation of retransfer films for magnetic stripe
cards.

O Standby Mode

Specify a position when a laminator is connected.

This is used for setting the standby position of the card during
double-sided printing until the laminator is ready. The default setting
is [Front Wait].

O Back Side Cooling

This setting is only valid during double-sided printing.
Setting this item may help to reduce card bend during double-sided
printing. However, the printing time may also be affected.

Setup

O MG Unit

O Number of Retry
For setting the maximum number of retries when writing to or
reading of the magnetic stripe fails. The default value is [1].
O 1SO Mode
For specifying the coercivity of the ISO magnetic stripe. The default
setting is [Hi-Co].
Q JIS Mode
For specifying the coercivity of the JIS magnetic stripe. The default
setting is [Lo-Co].

QO Power Control

O Power saving interval

The Power Saving mode helps to reduce power consumption when
printing or operation is not performed over a specified time interval.
Select whether to disable the Power Saving mode or specify the time
interval before switching to the Power Save mode.

Selecting [Disable] deactivates the Power Saving mode. The default
setting is [Disable].

O HR Control

Switches to the standby mode by lowering the temperature of the
retransfer heating roller when printing is not performed for 30
minutes or longer. The default setting is [Enable].

O Others

QO Buzzer

For setting the warning sound when an error occurs or when the
cards run out, as well as the confirmation sound upon pressing
on the operation panel of the printer unit.

The buzzer does not sound when [Disable] is selected. The default
setting is [Enable].

O Display Contrast

For setting the contrast of the printer’s operation panel display.

O Display Mode

For setting the information to be displayed on the printer's operation
panel.

O Display Counter

This is used for setting the type of counter to be displayed on the
printer’s operation panel.

For more details, refer to "Counter Types" (A XID 8300 Instruction
Manual page 18) under "Setting Using the Operation Panel".

O [Update] button

For applying changes made using the slide bar or radio buttons to the
printer settings.

O [Refresh] button
Displays the printer settings on the screen.
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up

[Retransfer] Tab

The retransfer settings screen enables you to set the conditions of

retr

ansfer to the card.

"B XIDB300 Status Monitor
- e e e
Froperty Laminatar Frinter Select Security Lock Others

Frinter Status T Prmtersaﬂing]’ Retransfer’ T BedeemedyT Media Setting

Front Side

+2 41 0 -1 -2 -3 The color shows & hint far the choice:
{High) J - +2 0 Standard.
+1
—T Recomended.
Temperature = o
F |’_ E Card bends much
(Low) | 2 I Retranster defects happen.
(Fash Speed  (Slow) [l Frohibited. Dont choose them.
Uy Speed 4 ﬂ
Back Side
*2+41 0 123 Card Type
thighy [T M - e
+1
Temperature * 1]
I -1
(Low) [ -2

(Fasty Speed (Slow)
Uy Speed 4 i
Note:
Setting a value toward the tap right end

increases the transfer force, however heat
deformation of the card will also be greater,

Update Refresh
Minimize

Front/Back side settings

o

Setting procedures

The vertical axis shown in the setting area indicates the

retransfer temperature, and the horizontal axis represents the
retransfer speed.

Click on the corresponding square to change the value. The
selected value is indicated by [*].

Setting a value toward the top right end increases the transfer
force. However, the stronger heat also increases the deformation
of the card.

The colors below serve as a rough indicator for selection.

Color Description

[l | Green Standard value.

. Light Blue | Appropriate range. Recommended range when

selecting a value other than the standard value.

Yellow Card bend increases.
. Blue Retransfer defect may occur.
. Red Do not select these values.
Cautions:

o]

Setting for printing the retransfer film in two panels when UV ink is used.
Itis used to set the speed of the retransfer heating roller during retransfer

of

The different colors serve as a rough guide. The optimal value varies
according to the card type as well as the environment in which the
printer is used. Adjust the setting according to the actual
environment.

It may take a while for printing to start when the retransfer
temperature is changed.

There is only one standard retransfer temperature. Altering the
retransfer temperature on one side changes the temperature on
the other side.

The range of optimal values varies according to the [Card Type].
You can change the card type in the [Media Setting] Tab.

If the card type varies across printers, set the card type to use
accordingly. The color of the setting area varies according to the
card type in use.

UV Speed

the UVink.

This setting helps to increase the retransfer speed without affecting the
quality of the UV print.
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O Card Type

The appropriate value varies according to the type of card used. You
can change the card type in the [Media Setting] Tab.

For more details, refer to "Card Type" (A page 51) in the “[Media
Setting] Tab”.

O [Update] button

Applies the selected value to the printer.

O [Refresh] button
Displays the printer settings on the screen.



[Bend Remedy] Tab

The bend remedy settings screen enables you to set the conditions for
the card’s bend remedy.

"B XIDB300 Status Monitor

Property T Laminatar

T Printer Select i Security Lock Y Others
Printer Status T anerSemngT Retransfer TBenﬂRemedyT Media Setting

Bend Remedy Setting
+2 41 0 -1 -2 " Disable

{High) [=

Temperature

Low L

(Fasty Speed (Slow)

L

Note:

Setting a value toward the top right end
increases the bend remedy force,
however impact of heat on the card will
also be greater. Parts forwhich the bend
remedy force is similar is indicated using
the same colorin the setting area

Card Type

[ e

Update Refresh
Minirmize

O Bend Remedy Setting

O Setting procedures

= The vertical axis in the setting area indicates the bend remedy
temperature, and the horizontal axis represents the bend remedy
speed.

Click on the corresponding square to change the value. The
selected value is indicated by [*].

Setting a value toward the top right end increases the bend
remedy force. However, the stronger heat may have a greater
impact on the card.

Parts for which the bend remedy force is similar is indicated using
the same color in the setting area.

To disable bend remedy, select the [Disable] button. [Disable] is
selected in the default setting.

Cautions:

= The different colors serve as a rough guide. The optimal value
varies according to the card type as well as the environment in
which the printer is used. Adjust the setting according to the actual
environment.

Bend remedy is effective when printing on only one side.
Performing double-sided printing with a high bend remedy
temperature may cause the card to deform significantly.

As such, select the [Disable] button during double-sided printing.
When the [Disable] radio button is deselected, the printer switches
to and remains in the preheating mode (for approximately 10
minutes) until the bendy remedy heating roller's temperature has
gone down.

This is not a malfunction. Wait for the printer to switch to the
Ready mode.

When the [Disable] button is selected, the speed is automatically
set to the maximum value of [+2].

The stronger the bend remedy force, the less glossy the surface of
the remedy side will be.

QO cCard Type

The appropriate value varies according to the type of card used. You
can change the card type in the [Media Setting] Tab.

For more details, refer to "Card Type" (A page 51) in the “[Media
Setting] Tab”.

O [Update] button

Applies the selected value to the printer.

O [Refresh] button
Displays the printer settings on the screen.
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[Media Setting] Tab

This is used for specifying the printing media settings.
"B XIDB300 Status Monitor

Froperty T Laminator i Printer Select Y Security Lock Y Others
Printer Status T Printer Setting T Retransfer T BendRemedyT Media

Ink Status

Name Mumber of Ink Sets
[ymcK 1000
Ink Lot Mumber
|sLeg11
Card Type
Material Thickness
\wc j ‘Stan(lanl j
Film Type

Standard{1000) -

Update Reftash
Minimize

O Ink Status

O Name

Displays the name of the loaded ink ribbon. A message indicating
the cause appears when the ink ribbon cannot be recognized.

For more details, refer to "Ink ribbon cannot be recognized" (A page
52) .

O Number of Ink Sets

Displays the specification of the loaded ink ribbon in the number of
images. This is not an indication of the current ink level.

Q Ink Lot Number
Displays the lot number of the loaded ink ribbon.

O card Type

O Material

For selecting [PVC], [PET-G] or [HR-PET-G] as the card material. An
optimal value for the retransfer speed and temperature settings is
displayed according to the selected card.

The optimal value of other materials will not be displayed.
[HR-PET-G] : Heat-resistant PET-G

"[Retransfer] Tab" (A page 50)

"[Bend Remedy] Tab" (A page 51)

Q Thickness
For setting the discharge rate to the card stacker in accordance with
the card thickness. Set this to [Standard] during normal use.

Cautions:

= To use cards of different thickness, refer to “Adjusting Card
Thickness” and adjust accordingly. "Adjusting card thickness"

(A XID 8300 Instruction Manual page 55)

= If the material of the cards to be used varies across printers, set
the card material separately.

51



Setup

O Film Type

Displays the specification of the loaded retransfer film in the number of [Property] Tab
images. This is not an indication of the current film level.

Q [Update] button

This tab displays the device configuration.

"B XIDB300 Status Monitor E
ApplleS the Selected Value to the p]‘intel’, Printer Status Y Printer Setting T Retransfer T Bend Remedy T Media Setting

Property! T Laminatar T PrinterSe\ectT Security Lock T Others

O [Refresh] button

Optional Unit Configuration Wersion
Displays the printer settings on the screen. Magnetic Encader 150 Printsr [Vo1518
Contact IC Encoder 1S0 Config [vorza
O Ink ribbon cannot be recognized Coract IC R [nstalled Table [Vo12a
If the ink ribbon cannot be recognized, the cause for this problem is Mon-Cantact IC Encoder | nstalled Laminatar [zreomer
indicated in the [Name] field under [Ink Status]. Turn Over Unit [mstaitea
Ink Status Bend Remedy Unit ["mstaliea Gounter
Mame Mumber of Ink Sets Security Lack [nstalled AT EENIER Z20i]
{254:N0 TAG) | 0 Laminator [ None ClEEIAE) Eranit? i
Error Counter ’—14
Ink Lot Nurmber Printar Total Counter | 1044

| Thermal Head Counter o

Message Cause and Action During Ink
Recognition Error

(252:Invalid TAG The TAG record data adhered to the ink
Data) ribbon is incorrect. Replace the ink ribbon
and try again.

(253:Defective Unable to establish communication with Minimize
TAG) the TAG adhered to the ink ribbon.
Replace the ink ribbon and try again.

QO Optional Unit Configuration

(254:No TAG) Unable to read the TAG adhered to the ink ) ) . ) .

ribbon. Check to ensure that the ink ribbon Displays the configuration of optional devices.

is correctly set. Cautions:
(255:Defective R/ Printer TAG reader error. The printer = If a setting other than [None] is displayed for the contact or non-
W) needs to be repaired. contact IC encoder, it means the configuration supports installation

of an IC encoder, and is not an indication that an IC encoder has
been installed.

» Consult our authorized dealers on how to install the IC encoder.

QO Version
Displays the firmware version of the printer and laminator. If a

QO Counter
Displays the counter value of the printer.

O Print Counter (free counter)
Displays the total number of cards that are correctly printed.
Memo:

= Clicking [Clear] for “Print Counter” in the [Printer Status] Tab
resets the counter value of the [Print Counter] to 0.

"Print Counter" (A page 48)

Q Cleaning Counter

Displays the number of cards that are correctly printed after the last
cleaning.

QO Error Counter

Displays the number of cards that are not correctly printed.

Memo:

= Clicking [Clear] for “Print Counter” in the [Printer Status] Tab
resets the counter value of the [Error Counter] to 0.

"Print Counter" (A page 109)
O Printer Total Counter (total counter)
Displays the number of cards that are correctly printed.

O Thermal Head (head counter)

Displays the number of print ink panels for the thermal head.
For example, when printing on a single side using all YMCK inks, 4
are added to each card.
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[Printer Select] Tab

This tab is used for selecting a printer and specifying the network
settings.
"B XIDB300 Status Monitor

Printer Status T Printer Setting T Retransfer i Bend Remedy Y Media Setting
Property T Laminator T;JrimarSelect;T Security Lock T Others

Curtent Printer Security Setting
USB:Unit1 j + |P8ec Disahle
& [ P Sean Printer " IPSec Enahle
" Preshared Key
Printer Name  Printar Cartificate
PRINTERO1
Default Interface -
 Metwork & uUse Syme Time

P4 Metwark Setting
" Ohtain and IP Address Automatically
@ Use the following IP Address

IP Address 192. 168. 1. 241
Subnet Mask 255, 255, 255.0
Default Gateway | 192, 168. 1. 1

——

Other Metwaork Setting

Session Timeout ,m

MAC Address

00-80-88-44.89-3D

|Pw Metwark Setting
& Ohtain and IP Address Automatically
 Use the following P Address

Details ... Update Refresh

Minirmize

O Current Printer

O Selecting a printer

Selecting a printer from the pull-down menu switches the display to
the current status of the selected printer.

Q Searching a printer

Clicking the [Scan Printer] button displays the search results in the
pull-down menu.

O Searching USB connection printers
A Click [Scan Printer].
B Printer search is performed, and the result is displayed in the
pull-down menu.

O Searching printers for the IPv4 address
A Select [IPv4], and click [Scan Printer].
B Printer search is performed, and the result is displayed in the
pull-down menu.

O Searching printers for the IPv6 address
A Select [IPv6], and click [Scan Printer].
B Printer search is performed, and the result is displayed in the
pull-down menu.

Cautions:

= The printer connected via Ethernet (LAN) may not be searchable if
IPSec is enabled. In this case, search the printer again after
registering the printer.

O Registering a printer

You can enter the IP address in the pull-down menu to register the

printer for the IP address in the menu.

Memo:

= Registered IP addresses will be stored in the memory even after
exiting the status monitor.

= The printer cannot be registered if the IP address format is
incorrect.

Setup

O Registering printers for the IPv4 address
A Select [IPv4], and enter the IPv4 address in the pull-down
menu.
B Click [Scan Printer] to display the registration confirmation
dialog box.
C Click [OK] to register the printer for the entered IP address to
the pull-down menu.

O Registering printers for the IPv6 address
A Select [IPv6], and enter the IPv6 address in the pull-down
menu.
B Click [Scan Printer] to display the registration confirmation
dialog box.
C Click [OK] to register the printer for the entered IP address to
the pull-down menu.

O Deleting a printer
You can select a printer and delete it from the pull-down menu.

O Deleting printers for the IPv4 address
A Select [IPv4], followed by selecting the printer to delete from
the pull-down menu.
B Select [Delete Printer] from the pull-down menu. A deletion
confirmation dialog box appears.
C Click [OK] to delete the selected printer from the pull-down
menu.

O Deleting printers for the IPv6 address
A Select [IPv6], followed by selecting the printer to delete from
the pull-down menu.
B Select [Delete Printer] from the pull-down menu. A deletion
confirmation dialog box appears.
C Click [OK] to delete the selected printer from the pull-down
menu.

O Printer Name

For setting the name of the selected printer.

You can input up to 10 ASCII characters. Symbol characters may not
be displayed on the operation panel.

O Default Interface

For setting the interface during startup. For Ethernet (LAN) connection,
the settings are displayed in the read-only mode, and they cannot be
changed.

Cautions:

= Regardless of the default interface setting, priority is given to USB if
a USB cable is connected.

= To assign priority to the USB connection, enable the operation of the
computer and USB hub.

O Network
Enables you to print via the Ethernet (LAN) connection.

O UsB
Enables you to print via the USB connection.

O IPv4 Network Setting
For setting items related to Ethernet (LAN). For Ethernet (LAN)

connection, the settings are displayed in the read-only mode, and they
cannot be changed.

Cautions:

» Determine the network setting items according to the instructions of
the network administrator for the location where the printer unit is
installed.

Other network devices may be affected if the network setting is
incorrect.

When only USB connection is used, there is no need to specify the
network setting.
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Q Obtain and IP Address Automatically

Values such as the IPv4 address can be automatically acquired from

the DHCPvV4 server.

If the DHCPVA4 server is not found, settings in the [Use the following

IP Address] will be applied.

Memo:

» For values automatically acquired from the DHCPv4 server, only
the IP address is displayed in [Current Address].

= Values such as the IP address may change regularly according to
the DHCPVA4 server settings.

= If you want to use a static IP address for application software such
as the printer driver, set to [Use the following IP Address].

O Use the following IP Address

Uses a static IP address. Set the [IP Address], [Subnet Mask], and
[Default Gateway].

Q Current Address
Displays the IPv4 address.

m IPv6 Network Setting

For setting items related to Ethernet (LAN). For Ethernet (LAN)
connection, the settings are displayed in the read-only mode, and they
cannot be changed.

Cautions:

= Determine the network setting items according to the instructions of
the network administrator for the location where the printer unit is
installed.

= Other network devices may be affected if the network setting is
incorrect.

= When only USB connection is used, there is no need to specify the
network setting.

O Obtain and IP Address Automatically

Values such as the IPv6 address can be automatically acquired from

the DHCPV6 server.

If the DHCPV6 server is not found, settings in the [Use the following

IP Address] will be applied.

Memo:

» For values automatically acquired from the DHCPv6 server, only
the IP address is displayed when you click [Details...].

= Values such as the IP address may change regularly according to
the DHCPV6 server settings.

= If you want to use a static IP address for application software such
as the printer driver, set to [Use the following IP Address].

O Use the following IP Address

You can specify a static IP address as follows.
Click [Details...] to set [IPv6 Address], [Default Gateway], and
[Subnet Prefix Length].

O [Details...] button
Displays the [IPv6 Setting] screen.
Set [IPv6 Address], [Default Gateway], and [Subnet Prefix Length].

& IPvt Setting

FPy6 Gatting Address
1P Address [z00s 087101
Defaut Gatewsy (LE]

Subnet PreficLength | 32

Update | |[Rkesh | Close |
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QO Security Setting
For setting items related to the IPSec of Ethernet (LAN). The settings

are displayed in the read-only mode when connection is established
via Ethernet (LAN). The settings cannot be changed.

Cautions:

= Determine the setting items according to the instructions of the
network administrator for the location where the printer unit is
installed.

Encrypted communication cannot be established if the security
settings are incorrect.

When only USB connection is used, there is no need to specify the
security settings. USB connection does not support encrypted
communication.

It is not possible to specify the security settings for the printer unit
without using a USB connection.

For details on downloaded files to be used for the security settings,
refer to "IPSec".

"IPSec" (A page 19)

QO IPSec Disable

Communication is enabled only when IPSec is not used. The default
setting is [IPSec Disable].

O IPSec Enable

Communication is established using IPSec. After [Details...] setting is
complete, [Preshared Key] or [Printer Certificate] is selected.
Memo:

= Selecting [IPSec Enable] enables [Details...].

= Clicking the [Preshared Key] or [Printer Certificate] button does not
enable you to change the settings.

O Encrypted communication by IPSec
Refer to the table below on whether encrypted communication by
IPSec can be performed.

Printer IPSec Policy of PC
Settings .
Security Request for Not
Required Security Protected
“Disable Communication | Normal Normal
IPSec” disabled communication | communication
“Enable Communication disabled
IPSec” (When
authentication
fails)
“Enable Encrypted Encrypted Communication
IPSec” (When communication | communication | disabled
authentication
is successful)

= [Detalils...] button

Displays the [IPSec Setting] screen.
Downloads files required for IPSec authentication to the printer.



O File settings required for preshared key authentication
A preshared key file is required for preshared key authentication.

1 Select [Preshared Key] for [Download Type], and click
[Select...]

= IPSec Setting

Certificate Download
Download Type [ Preshared Key

2 Select a preshared key file, and click [Write]

si| Select Certificate Download File
File Selection
|Q [ j
(S o)

A Program Files

DIS

Status Manitor(H

KIN| o]
|C:1F’rogram Files\DISUAID8300 Status MonitorEN

Cancel

3 Click the [Close] button on the [IPSec Setting] screen
= |IPSec setting for the printer is complete after closing the screen.

O File settings required for certificate authentication
Certificate files for the printer as well as from the certification
authority are required for certificate authentication.

1 Select [Printer Certificate] for [Download Type], and click
[Select...]

= [PSec Setting

Certificate Download
Download Type | printer Cerificate

Close

2 Select a printer certificate file, and click [Write]

=} Select Certificate Download File
File Selection
|Q [ j
[ o)

A Pragram Files

|C:1F'rogram FilesiDISIDE300 Status Monitor{EN

Cancel

3 Enter the password for the printer certificate file, and click [OK]

= Printer Certificate Password

Please input password for Printer Cerificate.

OK

Setup

4 Select [CA Certificate] for [Download Type], and click [Select...]

= [PSec Setting

Certificate Download
Download Type [ CA Certficate

5 Select a certification authority certificate file, and click [Write]

=} Select Certificate Download File
File Selection
|9 [ j
Ao

A Program Files

|C:1F’rogram Files\DISU1D8300 Status Monitar{EN

Cancel

6 Click the [Close] button on the [IPSec Setting] screen
= |IPSec setting for the printer is complete after closing the screen.

O Sync Time

clicking the [Sync Time] button sends out the current time of the PC
to the printer. You can specify this setting via USB or network
connection.

O Other Network Setting

O Session Timeout

For setting the time interval before disconnecting automatically if
there is no communication after printing connection is established.
The default setting is [None].

O MAC Address
Displays the MAC address of the printer.

O [Update] button

Applies the selected value to the printer.

O [Refresh] button
Displays the printer settings on the screen.
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[Security Lock] Tab
For displaying and setting the security lock status.

"B XIDB300 Status Monitor

-
Printer Status

Frinter Setting T Retransfer T Bend Remedy Media Setting
Property T Laminatar T Printer Select T ’SecumyLm:k?T Others

Status
| Security Unlock

Setting
" Security Lock

" Security Unlock

" Mew Password

" Delete Password

Type a password

Type the password again to confirm

Update Refresh

Minimize
O Status
Displays the current security lock status.
O Setting

O [Security Lock]

Select [Security Lock], followed by clicking [Update] to activate the
security lock.
The security lock cannot be activated if a password is not specified.

Q [Security Unlock]

Select [Security Unlock], enter the password in [Type a password],
followed by clicking [Update] to deactivate the security lock.

O [New Password]

Select [New Password], and enter a password of up to eight
characters.

Enter the same password for [Type a password] and [Type the
password again to confirm], followed by clicking [Update] to set the
password.

O [Delete Password]

Select [Delete password], enter the password in [Type a password],
followed by clicking [Update] to delete the password.

Memo:

= To change the password, you have to delete it and register a new

password again.

If you forgot the password, please consult our authorized dealer or

the servicing personnel.

= There is no relation between the password for the status monitor and
the security number that is input on the operation panel of the
printer. You can specify different values for these items.
The password for the status monitor supports alphanumeric
characters.

O [Update] button
Applies the selected value to the printer.

O [Refresh] button
Displays the printer settings on the screen.
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[Others] Tab

This tab enables you to perform test prints and download the firmware.
Memo:

= For printers connected via Ethernet (LAN), the test print and
firmware download items are not displayed.

"B XIDB300 Status Monitor

Printer Status |

Printer Setting T

Retransfer

T Bend Remedy 1

Media Sefting

Property T Larninator T Printer Select T Security Lock T ;Olhersé
Test Print Firmware DownlLoad
o Single Side ‘Qc j
Print .
" Both Sides 4

Hc

=3 Program Files

‘C'\F‘rngram Files\DISIDE300 Status Monito Start

XIDB300 Status danitor
Version 10.04.27.0

Copyright 2009-2010 Victor Company of Japan, Limited

Minimize

O Test Print

Test print uses the printer’s self-diagnosis function without making use

of the printer driver. You can use it to verify whether the printer is

functioning correctly.

1 Select [Single Side] or [Both Sides], and click [Print]

= Test print starts. The built-in standard color pattern of the printer is
printed on a card.

O Firmware Download

Updates the printer’s firmware.

1 Perform the “Firmware Update” procedure on the operation panel of
the printer

"Firmware Update" (A XID 8300 Instruction Manual page 17)

2 Select a file, and click [Start]
3 Follow the instructions on the screen

Cautions:

= For details on update of the printer’s firmware, please consult the
servicing personnel or our authorized dealers.

= The printer may not start up if update of the firmware fails.

O Software
Displays the version and copyright information.



Inline Encoding
» "Character Code List" (A page 58)

Inline Encoding Format

= Inline encoding can be performed by enabling the settings in the
[Encode] tab of the printer driver settings.

"[Encode] Tab" (A page 33)
» Encoding data can be sent to the printer through the printer driver

using the special character strings (prefixes) described below.
This function is called “inline encoding”.

= Adding a prefix (tilde (~), ?, or numeric characters) at the beginning
of a text string enables the string to be recognized as encoding data.
Character strings including prefixes are not printed on the card when
they are recognized as encoding data.

No. | Prefix (half- Text string Usable Max.
width following prefix A character string
character codelist B length
string) C
1 ~?0 String denotes 7-unit code 69

JIS2 magnetic
encoding data. D

2 ~?1 String denotes ISO | 6-unit code 76
track 1 magnetic
encoding data.

3 ~ 7?2 String denotes ISO | 4-unit code 37
track 2 magnetic
encoding data.

4 ~?3 String denotes ISO | 4-unit code 104
track 3 magnetic
encoding data.

5 ~ 7?4 Contact IC 8-unit code 32760
encoding data.

6 ~7?5 Non-contact IC 8-unit code 32760
encoding data.

7 ~ 7?6 String denotes ISO | 7-unit code 69
track 1 magnetic
encoding data.

8 ~?27 String denotes ISO | 7-unit code 69
track 3 magnetic
encoding data.

9 ~ 7?8 String denotes ISO | 6-unit code 79
track 1 magnetic
encoding data
(AAMVA standard).

10 |~7?9 String denotes ISO | 6-unit code 79
track 3 magnetic
encoding data
(AAMVA standard).

A Make sure that the string is not broken, and use the same font.

B Encoding cannot be performed correctly if characters that do not
conform with the usable character code list are used.

C The maximum string length is the number of characters including
control codes and excluding prefixes.

D Half-width katakana characters can be used. For a list of usable
characters, refer to the Katakana Character Code List.

Cautions:

= Character strings may not be recognized as encoding data if they
are processed as graphics, such as screen captures. Processing of
character strings is dependent on the application software in use.

» Enter the inline encoding character strings in the first image of each
card to be printed.

A

Setup

B C
ABC

A Textbox character strings of application software
B Character string to be printed on card
C Encoding data to be sent to ISO track 1
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Character Code List

O ASCII character code list
= Below is the list of usable ASCII character codes. Specify the text
string to encode using the usable half-width characters for each of
the unit codes.

bz |o|lo| 0|01 1]|1]1

b6 | 0|0 1]1]0 o0]1]1

b5 | 0] 1] 0[1]0 1]0]1
b4 |b3 |b2 |bl 0O|1|2|3|4|5]|6]|7
olojojo]| o ol@|P | |p
olojoj1]| 1 ' 1] Al Qlalgqg
oloj1]o]| 2 "l 2| B|R|b]|Tr
0lo|1]1] 3 # | 3|c|s|c|s
ol1/0]o0]| 4 $/4|D|T|d
0101 5 %| 5| E|U|e|u
0O[1|1]0]| 6 &l 6| F | V] f]|v
ol1]1]1]| 7 ' 7G| W|glw
1/(0|0|0]| 8 (| 8l H|X|h|x
1|00 |1 9 ) 9 | | Y i |y
1/0l1]0| A |LF - J|lz]jlz
1/0[1]1] B + 1 KLk {
1/1]/0]l0] C <Ly
1/(1]/0]1] D -l =M1 |ml|}
1|/1]1]0] E >|N| "~ | n|~
1(1]1]1] F / O] _ | o |DEL

A Range of usable text characters for 7-unit code

B Range of usable text characters for 6-unit code

C Range of usable text characters for 4-unit code

D Tilde character (Hexadecimal: 7E)
The start sentinel and end sentinel listed below cannot be used in
the encoding data.

Unit Code Start Sentinel End Sentinel
(Hexadecimal) (Hexadecimal)
4-unitcode | ; (3B) ? (3F)
6-unit code | % (25) ? (3F)
7-unitcode | DEL (7F) DEL (7F)
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Frequently Asked Questions
= "Printing Settings" (A page 59) =
"UV Ink" (A page 59)

= "Others" (A page 59)

Printing Settings

The edge of the image is not printed

= Check the printing margin setting in the application software.

= About 1 mm from the edge of the image is not printed on the card.
Refer to the following diagram.

O— e—cC
— @1—
A About 1 mm
B (X=0, Y=0)

C (X = approx. 87.5 mm, Y = approx. 56.0 mm)

The card is discharged without being printed

= The [Print] checkbox in the [Print] tab may not be selected. Select
the [Print] checkbox.

"[Print] Tab" (A page 26)

How can | print black color using the Resin K ink?

= Select [2.K], [3.YMCK], [5.K+UV] or [6.YMCK+UV] for [Print mode] in
the [Print] tab.

"[Print] Tab" (A page 26)

How can | print a card using the security erase function?

= Select [2.K], [3.YMCK], [5.K+UV] or [6.YMCK+UV] for [Print mode] in
the [Print] tab, and select the [Security erase] checkbox.
Doing so enables the security erase function for the Resin K ink.
The security erase function is enabled when using the YMCK,
YMCKK or YMCKUV ink.
For details on the settings, please consult our authorized dealers.

"[Print] Tab" (A page 27)

How can | store the print settings?

» Clicking [Save...] in the [Setup] tab enables you to save the print
settings in a file.
Clicking [Load...] in the [Setup] tab restores the print settings from
the saved file.

"[Setup] Tab" (A page 26)
UV Ink

How can | print cards using the UV ink ?

= Select [4.YMC+UV], [5.K+UV], or [6.YMCK+UV] for [Print mode] in
the [Print] tab, and specify the relevant item in [UV ink...].
If UV ink is not installed into the printer, an error will occur during
printing.

"[Print] Tab" (A page 26)

"[UV ink] Dialog Box" (A page 30)

Setup

Image at the top right corner is not printed

= In the case of printing using UV ink, the printer always prints the MAC
address. If the “Number of retransfer film panels” in the UV ink
settings is set to “1 panel”, the printer will not print the image that is
inside the MAC address printing area (top right or bottom left corner).
Position the image so that the printing area of the YMCK ink does
not overlap with that of the MAC address.
If the “Number of retransfer film panels” is set to “2 panels”, the
printer will print the YMCK image.

"MAC Address Position" (A page 31)

A part of the image is not printed

= |f the “Number of retransfer film panels” in the UV ink settings is set
to “1 panel”, the area where the UV ink overlaps with the YMC ink
will not be printed.
Position the image so that the printing area of the YMC ink does not
overlap with that of the UV ink.
If the “Number of retransfer film panels” is set to “2 panels”, the
printer will print the YMCK image.

"Number of retransfer film panels during printing" (A page 32)

How can | print images with the UV ink without the
background color?

» Paint the background of the image with a specific color such as by
using a graphic software.
Set the color in [No printing color] of the [UV ink] dialog box.
Select the background color carefully, as any color in the image that
is the same as the background color will not be printed.

"No printing color" (A page 30)

Image using the UV ink is not printed

= The format of the image file is not supported.
"Windows Bitmap File Format" (A page 32)
= Other application software may be using the image file.

Hidden by the Resin K ink

= If the “Number of retransfer film panels” in the UV ink settings is set
to “1 panel”, UV ink will not be printed at the area where it overlaps
with the K ink.

Others
How can | perform magnetic/IC encoding?
= Special applications are required for methods other than inline

encoding.
For more details, please consult our authorized dealers.

Printing cannot be performed through network sharing

» When the access authority of the computer is not proper, the printer

may be unable to perform printing even if installation of the printer
driver is completed through network sharing.

Ensure that the access authority is proper according to the
instructions of the network administrator.
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